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FOREWORD

This Interim Report describes research performed by The University
of Michigan Radiation Laboratory, 2455 Hayward Street, Ann Arbor, Michigan
48105 under USAF Contract F33615-73-C-1174, Project 7633, '"Non-Specular
Radar Cross Section Study.' The research was sponsored by the Electromag-
netic Division, Air Force Avionics Laboratory, and the Technical Monitor was
Dr. Charles H. Kreuger, AFAL/WRP.

This report covers the time period 15 March through 16 October 1973

and was prepared by E. F, Knott and T. B.A. Senior, Principal Investigators.
The authors take pleasure in acknowledging the assistance of Dr. C.H. Kreuger,
who supplied some of the experimental data discussed in Chapter V; Professor
S.R. Laxpati of the University of Illinois (Chicago Circie), who worked with
them during the summer of 1973 and initiated the studies presented in Chapters
II and IV as well as directing the computations of the edge diffraction coefficient;
and Dr. V.V, Liepa, who has been associated with all major omputer programs
in the research.

This report has been assigned Radiation Laboratory Report Number
011764-1-T for internal control purposes, and was submitted for sponsor

approval on 2 November 1973.
This Technical Report has been reviewed and is approved for publication.
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ABSTRACT

The broad objective of this research is to develop techniques to reduce
non-specular scattering from objects of interest to the Air Force. The major
tools used thus for in the investigations have heen two-dimensional computer
programs which solve the integral equations for a surface impedance boundary
condition and for a thin resistive sheet placed near a conducting obstacle. The
existing programs have proven valuable, but the research requirements have
now outstripped their capabilities and more inclusive programs are required,
The main thrust of this Interim Report is upon the development of the integral
cquations necessary for the construction of more comprehensive programs, but
for the sake of completeness, the equations for the existing programs are also
derived as a matter of course. Of considerable importince is the treatment of
"magnetic' resistive sheets 1n addition to conventional electric resistive sheets
so that, with hut a slight expansion of the concept of resistivity, magneto-dielec-
tric layers of physical materials may be modeled. In addition to the theoretical
work, experimental results obtained by both The University of Michigan Radiation
Laboratory and the Air Force Avionics Laboratory are compared with computed

predictions,
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INTRODUCTION

The objective of the research described in this Interim Report is to develop
techaiques to reduce non-specular scattering from typiral aerospace vehicles of
interest to the Air Force. Such scattering arises from both smooth and edged
structures when viewed in non-specul-.i directions and during this repocting
period an ogival cylinder has been used as the basic shape with which to explore
promising techniques. The hacic tools in the research were a pair of computer
programs that solve the appropriate integral cquations for the surface fields in
two dimensions.

The programs are modified versions of programs furnished by AFAL, the
modifications being necessary because the originais lacked the flexibility to con-
venien.ly accommodate the shapes of interest in the present study. One of the
progr:ms (RAMD) is itself an outgrowth of an farlier modification which has
now been abandoned (RAM1B) and is based apon the integral equations in which
a surface impedance boundary conditicn is imposed. RAMD solves the equations
for either I - ¢ H-polarnization {incident electric or magnetic vector parallel to
the cylinder axis, respectively;) and a brief descriptior of it, aiong with a source
listing, is given in Apoendix B. The other program {REST) sol'es the integral
equations for a metallic cylinder which may have resistive sheets placed on or
near the surface, but is apvlicable only for E-polarization. A source listing of
REST may be found in Appendix B of Knott, Liepa and Senior (1973).

The impetus to discard the now defunct RAM1B developed late in the
wredecessor Contract (F33615-72-C~1439) when it became apparent that the
program would never satisfactorily produce the correct solution for edged
bodies for E~polarization. At the time the Final Report for that Contract was
being prepared, we were stily trying to obtain acceptable values by sampling
the surface densely in the vicinity of the edges. Althoush the results tended to

converge on what was believed (and has been since demounstrated) to be the correct
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behavior, the sampling rate over the remainder of the profile had to be reduced.

A summary of these efforts and the consequences of coarse sampling is given in
Chapter V; not unexpectedly, accuracy is reduced and ultimately the gain i
accuracy by dense packing at the edges will be offset by the loss due to sparse
sampling over tue rest of the body.

The shortcomings of RAM1B were serious enough to demand a thorough
examination of the integral equations for the impedance bouadary ~ordition, and
in Chapter II the equations are derived using both the scalar and vector approaches.
Because the impedance boundary condition rigidly links the electi’c surface currents
to the magnetic ones, a pair of integral equations is produced for each polarization
and, from a mathematical viewpoint, one is as good as the other. From a
numerical standpoint, however, one of the pair is markedly superior and al-
though RAM1B used the ''good'’ equation for one polarization, it used the "bad"
one for the other. This discovery led to the construction of program RAMD,
which is sufficiently different from its predecessor to be regarded as a new
program, and not merely a modification.

Program REST has been the basic tool in a study still in progress explorin;
the use of resistive sheets for non-specular scaftering reduction, the results of
which will be documented elsewnere. The program is designed only for E-polari-
zation, which turns out to be the case when a simple integral equation is sufficient.
The H-polarization integral equation, on the other hand, contains a second derivative
singularity (and is thus a "bad'' equation) that poses annoying, but surmountable,
numerical problems, and it was probably for this reason that the original version
(RAMC) was estricted to E-polarization. Since both polarizations must he
treatable in order to carry out the Contrazi objectives, we undertook the thco-
retical study of Chapter IV t¢ secure the necessary equations. Unlike the
impedance boundary condition case, theie is no choice; only one equation is
prod ced for each polarization be it simple or not, and it must be used t> obtain

ilie solution. We should mention in passing that the study in Chapter I, which

o, Mp i G W
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considers impedance boundary condition sheets, has provided a key result for
the analysis and interpretation of the data generated by program REST.

As pointed out in Chaptexr IV, the principle of duality permits us to
immediately write down the equations for a "magnetic'" resistance sheet from
the electric sheet equations. Since the magnetic and electric currents are
independent for each kind of sheet, the sheets may be mathematically super-
posed to simulate a thin layer of magneto—cielectric material, and we now have
the foundation for a computer program capable of modeling physica.ly realizable
materials in contrast to the more nebulous specificaticn of surface impedances.
The numerical evaluation of second order singularities is an inevitable require-
ment in a generalized program, of course, but the procedures discussed in
Appendix A show that thc task can be accomplished with a tolerably small error.
And although the thickness of actual or desirable coatings may well prove to be
beyond the bounds of a thin layer approximation, a thick coating can be mathe~
matically modeled by a stack of thin layers.

The need fcr such a generalized program may become apparent from the
comparisons between measured and computed results given in Chapter V. The
computations were performed by program RAMD and although they agree well
with experiment for metallic, and in some cases coated, bodies, the agreement
for other coatings 1s not as good The disparity in these cases is not necessarily
the fault of the program, nor indeed of the experiments, but a consequence of the
difficulty of correctly relating the impedance near an edge to the bulk properties
of a material coating and the local edge geometry. This specification in itself
requires the solution o1 a boundary value problem, a task we hope to accomplish
via a generalized computer program based upon the integral equations developed

in this report.
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INTEGRAL EQUATINON: FOR IMPEDANCE SURFACES

It is desirable to examine the form of integral equations appropriate in
a two~dimensional problem involving a scatterer with an impedance boundary
condition imposed at its surface. The objectives of this study are not only to

show how the equations are affected by the geometry and the boundary conditions,

but also to resolve some of the difficulties which have previously been experienced.

2,1 The Impedance Boundary Condition

Consider a closed cylindrical surface whose generators are parallel to
the z axis of a cylindrical coordinate system and whose profile in a plane perpen-
dicular to the z axis is the closed curve C. Let n be a unit vector normal drawn
outwards to C and let S be a unit vector in the tangent.al direction, such that
A

S, n, z forma right-handed system.

At the surface the impedance boundary condition

E-({-E)n =nZ

LTyt (2.1)

is imposed, where n is the (normalized) surface impedarce and may be a function
of the distznce s along C. For a perfectly conducting surface, n = 0. By trivial
manipulation, eq. (2. 1) can be expressed alternatively as

Y

H-G-HY=-—24 E 2.2)

(Senior, 1962), which is the "dual of (2. 1) under the transformation E ~>H,

H—-E, Z;~> Y, n<> 1/n. Of course, this duality is lost if at any point of

the surface (37 is either zero or infinite.

The body is illuminated by a plane wave whosc direction of propagation is
in a plane perpendicular to the z axis, and it is now sufficient to consider separ-
ately the two principal polarizations, that in which ﬂi = QHi (H-polarization),

and _I:Zf = 'z\E; (E-polarization). From symmetry it follows that the :ntal fields
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are similarly oriented and this enables us to treat each problem as a scalar one
for the z component of the total magnetic or electric field, Such a simplification
is not possible if the plane wave is at skew incidence.

2.2 Scalar Formulation

Let us consider firsi the case of H-polarization. Then _Pf = 'z\H;,
implying H = z H,[, and consonant with the usual definition of the surface electric

current K, viz.

K=10,H, (2.3)
we have

K = SK with K =H . (2.4)
- S S Z

On the surface ihe boundary condition (2. 1) requires

E =nZ =
s~ MegH, = mZgK
and since, from Maxwe}l's equations,
'aHZ
-c'i_—n— = -iky OEs !
we have
E)Hz
o —1ans on C. (2.5)

Application of the scalar Green's theorem to a function ¢(p) satisfying the

scalar wave equation outside and on the surface gives

= o) +4 o (1) (1) d

vip) =y @) +7 {w(e') ot Ho (kr)-H " (kr) # ¢ (") b ds* {2.6)
C

where the normal derivatives are with respect to the primed coordinates of the

integration point, g is the two-dimensional position vector of the observation point
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ana r = p-p', implying r = ip_—g' ] . For simplicity we shall henceforth specify
the integration point by its circumferential distance s' along C.

If we identify v with HZ, eq. (2.6) becomes
H (p) = H (P + L &ﬁ'-?)H(I)(kr)+in(s')H(l)(kr)} K (s")d(ks") 2.7
Z z 4 L 1 0 s

on making use of (2. 5), and if we now allow p to approach a point s on C, the

following integral equation results:

lim

i, _ .
Hz(s) = Ks(s)+ p—>

N
1 (1) Ay ~yo (1)
= t ~i(Ar. t 1
c 2 {n(s )HO kr) -i(n r)H1 (kr)} Ks(s )dkks'). (2.8)
C
The second term in the integrand lLas a non-integrable singularity when p is on

C, but if this is treated analytically in the usual manner, the limit can be applied

to the integrand to yield

H:(s) = %KS(S)+% j n(s')KS(s')Hél)(kr)d(ks')
C

i

- g( K (s"(@'-r)H
S

(1)
4 1
C

(kr)d(ks") . 2.9

where the slash across the integral sign indicates a Cauchy principal value. This
is identical to the equation obtained by Andreasen (1965) for the special case of
incidence in a piane perpendicular to the z axis and was quoted* (eq. 3.1) in

the first interim report of the previous contract (Knott and Senior, 1973) . It

is, in fact, the integral equation used for H-polarization in the original cumputer

%Since the primes now refer to the point of integration, and in view of the present
definition of r, the last terms on the right hand sides of eqs. (3. 1) and (3. 2)
have the wrong signs.

6



program RAMIA, and since the kernel has at most a first derivative singularity,

the equation is well suited to numerical solution.

However, (2.9) is not the omy integral equatior. that can be obtained., If,
for example, the normal derivative of the field Hz(e) of eq. (2.7) is taken prior
to the ob.servation point reaching C, we find

~

I TR N SN
YOES\S) n(s)hg(5)+£__>c ik on B ln(S)ﬁO (kr)
C

|

(1)(kr)j K (shd(ks) .  (2.10)
S

-i(n'-$)H X
For the first term in the integrand, the differentiation and integration processes
can be interchanged and the non-integrable singularity that results when p is on
C can be treated analytically as before. This is not true of the second term, how-

ever, Hence

:
i \
¥,E () =% n(s)K <s)-i/§ sDK () r)H( ) r)dtes)
C
lim 2 Q RN ¢}
+g-—>c m o | KD ATDE Thodks)  (2.11)
Jc

which is not so convenient for numerical solution because of the 'second
derivative singularity' which it contains.

We now turn to the case of E-polarization. A particular advantage of the
impedance boundary condition iz that it preserve. the duality inherent in Maxwell's
equations and, in the present instance, this enables us io deduce the integral

equations for E-polarization from those we have already given.

ot WY AL N

ki 4 oA

g0 el




:

As part of the duality transformaition, the surface electric current
K =n A H is replaced by the surface magnetic current
K =-n,E , (2.12) '

From the boundary condition (2, 1), however,

e
=

K =“n203/\5 (2.13)
and similarly, from (2, 2),

K=+Yd,K 2. 14)

= 9 0 4i= " .

Hence, as regards the componen: KS.

K ---9 ’* 17 :; -
. K n?o . (2.15)

where, from {2.3), KL = -HS is sin.ply the axial component of the surface elec-

tric current. On 2pvlving tte transformation

e, £ >H, K ~—-nZK , Y —Z n—>1/n
Z Z S S S -

0 0 0’

to egs. 2. 9) and (2, 11), we immediately obtain

1

i i)
Y E () = %n(s)Kz(s)+' \,\ K (s')H(1

0 (kr)d(ks")

07z 4
JC

(1
1

- n(s’)x(z(s'}(r'i"'r\')ﬂ (kr)d(ks") , (2. 16)

i
4

)
&<

H;(S) = - %KZ (=) +:i‘ Kz (s')(ﬁ . ?)H (ll)(kr)d(ks')
C
l. l a A A
) ginc 3 on | MK, 0@ r)H(ll)(kr)d(ks') . (217

C
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Like (2. 9) and (2, 11), these are alternative equations appropriate, in
this case, to E-polarization, The first is 1dentical to that derived by Andreasen
(1965) for incidence perpendicular to the z axis, and was quoted by Knott and
Senior (1973a; eq. 3.2). Since the highest singularity of the kernel is a first
derivative one, the equation is well suited to numerical soiution and is the vbvious
one to choose for E~polarization In contrast, Eq. (2. 17) has {(in effec:) a second
derivative singularity in the kernel and is much less convenient to use, but in
spite of this it is apparently the equition employed in RAM1A. This is not en-
tirely unnatural since the computer jrog.am was orignally developed for skew
incidence, but even in this more general case it is still possible to obtain twc
coupled integra! equations haviag only first derivative singularitivs at the expense
of introducing derivatives of the unknown currents, As Andreasen (1965) shows,
these latter derivatives can be eliminatzd by partial integration, and the resulting
equations then degenerate to (2. 9) and (2. 16) for incidence perpendicular to the
z axis.

The fact that the computer program RAMIA is based on egs. (2. 9) and
(2. 17) explains our differing experiences in running it for H- und E-polarizations.
it is now obvious how we can overcome the difficulties which formerly bedevilled

us for E-polarization and this matter is taken up in Chapter V.

2.3 Vector Formulation

As we have seen, the problem of a plane wave incident on the cylindrical
structure in a plane perpendicular to its axis can be treated as a scalar one, but
since Hertz vectors are a convenient tocl for any scattering problem, it is of
interest to examine the integral equations resulting from this type of vecter
formulation.

In terms of the electric and magnetic Hertz vectors TT and T_T_*, the

scattered field can be written as

T
1]

VAYAT +ikZ VATT',

2.8)
HS = V40,11 -ikY 9.0
AVAZ ~1L 1OV,\'__'
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The differentiations are with respect to the coordinates of the observation point,

and for a two-dimensional problem

M) = - E& \ 5(5')H(()1)(kr)ds' , (2. 19)
Je

< Y (‘

T () =~ Z(—’ \ 5*(5')H(()1)(kr)ds' , (2.20)
JC

where K and K are, respectively, the surface electric and magnetic currents
defined in eqs, (2.3) and (2.12). Using (2. 13) and (2. 14) we can express both
TTand T_'T* (and, hence, the scattered field) in terms of either K or gg* alone,
In view of the duality relations, it is sufficient to restrict attention to
the case of H~polarization. As before, we then have K = §Ks with Ks =H

Ed

implyirg

“ (1)
= a—— A t 1
TT(p) o S Ks(s )HO (kr)ds!' . (2.21)
C
* A 5 ¢
Also, K =2K with K =nZ K , so that
- z 7 0 s
() = -5 —- ? n(s9K_(sDHY (kr)ds® (2. 22)
- 4k S 0 ! ’

Jc

and it is now a trivial matter to determine the scattered field. In particular,

o) = - ¢ S (s (6O edates) + 2\ k o0 P Dt ;
C C

(2.23)

10
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on allowing p to apprcach the surface and using
Hs( ) =K (s)-Hi(s) on C
2 $ z gont,

the integral equation (2. 9) is at once obtained. Similarly for the scattered
. s
electric field: if the component ES is evaluated at i1 point on the surface, the

fact thut
) i
~ \ — _
ES(Q, n(s)ZOKS(s) Es(s) , pgon C,

leads immediately to thc integral equation (2, 11).

Thus, the vector formulation leads to precisely the same integral equations
as the scalar one. For H-polarization, the equation with the first derivative
singularity stems from a consideration of the magnetic field, whilst the electric
field gives rise to the equation having the second derivative singularity. Either
is sufficient to determine the single non-zero component KS of the surface elec-
tric current. If, instead, we had considered F~polarization, the electric field
would have generated eq. (2. 16) and the magnetic field (2. 17). This is obvious
from duality and here again either equation is sufficient.

2.4 Tkin Sheets

The integral equations derived in the previous sections are valid for a
two-dimensional surface at which an impedance boundary conditivn is imposed,
and provided its boundary profile C encloses a region of non-zero area, either
of the two equations (2. 9) and (2. 11) obtained for H-polarization is sufficient to

specify the surface electric current K. This is alsc true of the E-polarized

integral equations (2. 16; and (2. 17), and for each polarization, the equation with the

first derivative singularity is the more attractive one for numerical solution,
However, as the thickness of tae body decreases in comparison with its length,

so does the rate of convergence of a numerical solution, and as the two sides of the
body approach one another, these difficulties become severe. In fact, in the limit

of an infinitesimally thir. body, neither type of integral equation is capable of
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solution as it stands. This limit is the case of a thin sheet (not necessarily

planar}, and as we shall show, both integral equations are now needed to determine

the surface current.

It is again sufficient to restrict our attention to H-polarization. If the
~yiinder is infinitely thin, the closed contour C can be broken up into two open
coutours C_ and C_ lying on the upper (positive) and lower (negative) sides, and
the integrals expressed as integrals over C+ (say) alone. Thus, for a thin sheet

whose surface impedances are the same on both sides, eq. (2.7) can be written as

C
H () = (@)+ \ {Jz(s')(ﬁ_'i_-?)}{( )(kr)-nn(s')J (s')H(l)(kr) } dlks")
UC+ (2.249)

where
3,60 =K _G)+K_(s) (2. 25)

is the sum of the surface currents on the two sides and

Jols) =K, (s)-K_ (5) (2. 26)

is the difference. J 1(s) and J 2(s) are proportional to the local strengths of the
equivalent magnetic and eiectric carrent sheets, respectively. We now take the
limits of eq. (2.24) as p approaches the surface successively from above and

below. Addition of the two limits gives

¢
\

yed | (1)
4)0

H (5) = 54,(6) n(s3, ($9H, ke Jdfks") (2.27)

which is a simple integral equation for J 1(s). Subtraction, on the other hand,
yields

N

( lim - lim \\ ‘\‘
\

(i - 29 (M P kr)d(ks?) @.28)
L 1

Cy

12
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and by analyti~al examination of these limits ic can be shown that (2. 28) is merely
the identity Jz(s) = J2(s). Unless J2(s) = 0 (and this is not in general true even
for a uniform planar sheet), the integral equation (2. 9) has now served to deter-
mine only the sum of the surface currents.

To find Jz(s) and, hence, the currents themselves, it is necessary to use
the integral equation (2. 11) in addition to (2. 9). Paralleling the analysis leading
up to (2. 11), the normal derivative of (2.24) is taken as the observation point
approaches the sheet from above and below, Subtraction of the two limits again

yields an identity, this time for J l(s), but addition produces the following integral

equation for J2(s):

lim 1 0

L 9 (
p—>C, 4k an_

YoEis(S) = ':17”‘3)"2(8“ 1” kr)dks?) . (2.29)

J (s - ?)H

JC,

This is analogous to (2. 11) in having a second derivative singularity.

For a thin sheet il is therefore necessary to employ both types of integral
equation developed in Sections 2.2 and 2.3 and for H-polarizatior the appro-
priate equations are most conveniently expressed in the forms (2. 27) and (2. 29).
The equations for E-polarization are similar and can be obtained using duality.

Thus, from (2. 27) we have

-EL(s) = %Ji}sn i g -n—(ls—,—) J:(s')H(()I)(kr)d(ds') (2. 30)
C+
where
J:l::(s) = -(E:-i-E;) =0z M, _-H_) .
On writing
3(8) = -n(91Z 3 68) (2. 31)
13
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eq. (2.30) becomes

Y0E2<s) = % nisM 5(s) + 2;1‘ ( J 3(5')H(()1)(k1‘)d(ks') (2.32)

Je

B
T

which is an integral equation for the strength of the equivalent electr.c current

sheet. Similarly, from eq. (2.29),

(

H, (6) = - 55 0,6 - pl_i;“c . EEASLE B Gerddes )
" e, (2. 39)
where
1,66 = (€, ~E) = -3 (s) (2.34)

is the strength of the equivalent magnetic current sheet. Equations (2. 32) and
(2. 34) are the required integral equations for E-polarization,

A special instance of a thin sheet is a planar strip (or ribbon), and for

this geometry it is of interest to pursue our study of E-polarization a little further,

If the strip occupies the portion 0 < x <L of the plane y =0, where x,y,z are

Cartesian coordinates, and is illuminated by a plane wave having

.E.i - ge-ik(x cos a+y sina) , (2. 55)
eq. (2.32) becomes
AL
Yo MO S a4 3 | 3,60k -x Do) (2, 36)
JO
while (2. 33) reduces to
14
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: j; ! @ Vo= x0% +y2 ) diox .

(2.37)
For a plane wave at grazing incidevce, sin2 =0, and eq. (2. 37) gives J4(x) =0,
- +
We are now left with the single equation (2. 253) t¢ solve, and since EZ = Ez’ its

solution specifies the surface fields on the strip. In this case the impedance strip

Lttt

is equivalent tc a resistive one (see Chapter IV).

If L = o and nn = constant, the strip is a unifcrm "metallic" half plane.

The integral equations (2. 36) and (2. 37) are then :dentical to cgs, (11) and (12)

s B il 20 o S bt R 9

of Senior (1952) and can be solved analytically using the Wiener-Hopf technique.
From the resulting expression for the scattered field, the edge diffraction co-

efficient can he determined. This is shown in the next Chapter.

%
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EDGE DIFFRACTION .Y AN IMPEDANCF HALYF PLANE

The diffraction of a plane wave by a haif plane at which an impedance
boundary condition is imposed has been soived for both normal and oblique (.. /)
incidence (Senior, 1952, 1960), and even for the general problem of an impedance
wedge of arbitrary included angle, solutions are available (Senior, 1959;
Maliuzhinets, 1960; Lebedev and Skal'skaya, 1963) for normal ircidence. Never-
theless, computed data showing the effect of the impedance on the scatteri ng are
very scarce. Senior (1952) oresented sorae patterns for a specific complex value
of n and Maliuzhinets (1960) has reported that one of the key functions involved
in the solutions has been tabulated, but no reference is given,

The analytical solutions can be used to find the diffraction coefficients
associated with the edge. Maliuzhirets' expressions are particularly convenient
for this purpose, and from the resulting coefficients for an impedance half plane,
Bowman (1967) obtained a high frequency approximation to the backscattered field
of an abscrbing strip at normal incidence. The predicted values are in good
agreement with measured data.

'f the half plane is illuminated by an E- or H-polarized plane wave of unit
amplitude incident at an angle « in a plane perpendicular to the edge, the cor-
responding diffracted field at large distances from the edge and viewed in a direc-

tion 6 away from either of the optical boundaries is

g ke )
|75 e P(a, 6)
V mkp
where (Maliuzhinets, 1960)
sin & \]
i 2 v(=6) L (27-0)
P(a.ve)—-4 l//(ﬂ‘a) S_nQ s Sg + ) Q j -C.I.J (3. 1)
ing +cos g sin 5 - cos 5
185



with

v(® =wn(ﬁ+7r+x)¢ﬂ(/3+7r-x)u’ﬁ(ﬁ-7r+x)¢ﬂ(8-7r-x) , (3.2)
™
1 C‘B nsinv-Z\/‘Z_ﬂsing' +2v
s ), = axp<~-— A ol P
‘,7(” Xp9- 5 \ - dv b | (3.3)
|
-0

The angle X is such the-

1/n for E-polarization
ces3X = . (3.4)

1 for H-polarization
Many properties and alter: ative definitions of the function ¢7T(]3) are listed by
Bowman (1967) in the Appet 1ix to his paper.

The edge diffraction oefficient P(e, 9) is a function of tae angle of

incidence o, and the case of edge-on incidence (@ =) is of particular interest
to us. We first consider bact scattering, 6=« =, and then examine the

more general case of bistatic : cattering.

3.1 Backscattering for Edge-or Incidence

From eq. (3.1) with 6 =a =7, we have

Yl

oLyl . =
P(r,m)= 2 (0) (3.5)

i
2
since (:(B) is an even function. As shown by Bowman (1967),

}_{ww(”/m}‘l ( T X.)

v Cr+x)y (x)= cas— -sin
2
T T {!//”(T’*‘X)}z

4 2

so that

”;’L;{,jgﬁw Yoot
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w(m) = 2 cosy

8 {wﬂ(n +x) 7T(vr -x)’} ¢’
and since
¢(0) = {&W(ﬁx)aﬁ«”(wx)f ,
it follows that

{2}’
{u’/ﬂ(n +X)¢'7r(” - x)} !

P(r,m) = - 'l%cosx

But
4
s rtxW_(m-x) = 1 {wﬂ(ﬂ/z)} <cos T 4cos X)
lu7‘_ X
and hence
8
x)
Plr.7) = -i 4cosy { (7/2)} ) (3.6)
2 cos X)
Bowman has derived two alternative forms for wW(B). From the first of
these,
. A
iw :
1/2
_'//_ﬁ = (8cosy) ! 1+\/—cos >/ exp { — vdv L
¢ (7r/2) 47 cosv | ’
X (3.7)
giving

\ y:‘sﬂ;
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\

Pir,m) = -2 expd 2| v , (3.8)
2 7 cos v
I
whereas from the second
/2 A
o = 2-1/2<1+\/§cos 2“>l/2ex - (" zsiny Zsinv-2v 4 |
v (af2) 2 P1™ &x \ cos v Vj '
VX (3.9)
giving
r m/2 -x
_ i 1 7cosu - (7~ 2u)
P(r,7) = 4 cosxexp J-~ Sinu du (3.10)

0

Equations (3. 8) and (3. 10) can be used to obtain analytical approximations

to P(r,7) for small and large |n|. For this purpose, consider E-polarization for

which cosx = 1/n. If [n] <1,

1.1 -ix
n 2°
implying
X = -ilog 1 . (3.11)
i ewise
= 2velv
CcCosv

and therefore

M1

dv Ly 1
-——% —-2(1-1)()::1 n(l-logn)

v
\J cos
X

from which we obtain




Dx A S22 .0
P(n, m 2exp{ . Kl log 2)} . (3.12)

When n =0, eq. (3.12) gives

P(z,7) = --21 (3.13)

in agreement with the known result for a perfectly conducting half plane. If, on the

other hand, |n |>> 1. we have

T 1
o -= 3. 14)
x® 32 (
and
72 -x
‘ mcosu-(r-2u) ., _ 2
: du= — ,
sina n
0
so that
i /2
Plr,a)= -— -— 3.1
(7,7 an exp\ — . (3.15)

To see how successful the approximations (3.12) and (3. 15) are in covering

the entire range 0« ln !3 ®, P(r,7) has been computed for real n by direct

numerical evaluation of one of its integral expressions. Since

ioco

where ~ =0.9159656. .. is Catalan's constant (Bowman, 1967), eq. (3 8) can be

written as

e T G A
A e R ]

! NX
i 2
P(w, 7 =-‘21'exp[-—< V—dv'—-ZK . (3.16)
T cos v




This integral was evaluated using a 32 point Gauss quadrature formula and

Fig. 3-1 shows a plot of the normalized diffraction coefficient

~ P{r, 7)
N U LY A
P(r, 7) PG (3.17)
n=0
for real n, where P(7, ,;)! is given in eq. (3. 13). Results computed using
in= 0

the approximate formulae are included for cornparison and it will be observed that
(3.12) and (3. 15) cover the entire range cf |n| with surprising accuracy: even for

|n] =1 the large and small impedance approximations differ by only 20 percent and

are individually 1n ecror by no more than about 10 percent. Equations (3.12; and

(3.15) are therefore adequate for all practical purposes and these are, of course,

not restricted to real values of n.
The corresponding resutrs for H-pelarization follow on replacing n by l/n.

3.2 Bistatic Scattering for Edge-on Incidence

The analysis in this more general case is not dissimilar to the one we have
already carried out, although the expressions obtained are more complicated.

From eq. (3.1) with a = 7, the bistatic diffraction coefficient is

i cosec '9 -
R o = ———— , A -
P(1.0) = -3 5 {eeorriien-0)} (3. 18)
which can be written as
& cosy  «(6)
.1
P(r,0) = 2 cosec 5 cosx +sinb ¢(0) (3.19)

on using the relations (A. 14) and (A. 15) of Bowman (1967). Using relation (A, 13)

of the same reference, it can be shown that

7 6N

X yeos(Z+8 - crey )2
(o) cos & +«,Ob<4+2/ (‘47{(9 "+X)kn(9 7-%)

)
¢(0) cos 221-+ cos G _ g) . uﬂ(7r+x)u ﬂ(n—x) j

x g , , 2
g cos & + cos ) X i .| 7r(e-7r+)<):p7r(9-1r-)()1
cosx X 7 Qm Teosy v _(x) r P
Sy tceos\y- 2/ L /

~
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and hence

N2
). I X 4oos X -8 (-y -
Pl 7= 8) =sec-‘5. cos o + cos % cos 5 +cos 7 Cﬂ(x é)aﬂ( X - 6) !
P{n, m) D S (_11 s X <1r_ g) ¢ e (=x) j
cosz-t-cos 3 2> cosz+cos 4+2 T L4

(3.20)

where, for brevity, we have written é§ = 7~0, As evident from this expression, the
bistatic diffraction coefficient is an even function of 6.

From the integral form (3.9),

-5 ] -
¢ (x-9) cos 22 4cos T 12 ( x=6 .
1 _ 2 4 1 7sinv=2v
¢ x) X T exp1 8r cosv dv
T cos +cos —
2 4 X
\
and since
- X-é X+6 6
~1 - 2 . - - -
. Q TSinv=2v o, 7 sin 2u - 4(x sinx sinu+ucosy cos u) du
Ccos vV cos 2y +cos 2u
X jX 0
substitution into eq. (3.20) gives
6
Plr, 7-8) 5 1 7 sin 2u - 4(x siny sin u+ucos y cos u)
S = sec 2 = du
P(x, m) secy P9 cos 2y +cos 2u
0

(3.21)

The exponent is a finite range, real-variable integral which converges for all x and
6, and can be evaluated numerically. The right hand side of eq. (3.21) is unity for

6 = 0, as required, but tends to infinity as 6 —>7 regardless of x. This is the
forward scatter case in which the direction of observation coincides with the reflected

wave and shadow boundaries, and the infinity is attributable to this fact.

23




Equation (3.21) can be used to obtain analytical approximations to

P(r,m-6) for small and large ]r,'r If |n |<<'1, x is given approximately by (3. 11)

and
i f 5 W
P(r,m-6) .. 6 1 iy
-— — —_— -
—_L_——P(fr, ) sec 5 exp{ o ) (~ix e " cosu)du %
L U0 Y,
h
= son O L n
sec 5 exp{ . (1~cos é) log zj .
Hence, from (3. 12),
SR A s ni
P(r, 7~ 6) 5 Sec 5 exp & 2-(l+cos 6)log2_j} ) (3.22)

! Not surprisingly, this is consistent with eq. (3.12) when 6 = 0, and it also reduces
to the known bistatic diffraction coefficient for a perfectly conducting half plane
when n =0, For real n, P(7,7-6) increases monotonically as é increases from
0 to 7.

If [n]> 1, x can be approximated by the value given in eq. (3.14), but

in order to arrive at an expression for the diffraction coefficient it is necessary

1 that
1 : 5 N
: i1 | cos 3 >1. (3.23)
1 With this restriction,
i ro
E Plr, 7-6) 6 1 F u. 2 fucosu-sinu\] |
ALTZY o 2 exp{= 4= (HesU-Siu
Par,m) ~ °°°2 %P3 ) 2 ¥ o < sinZu >_‘ Wy
0 ! P,

e , -
sec s ex '—1— /1- 8N
2 p ‘ am &\ sin 6/}

[

i

and on inserting the expression for P(z,r) given in eq. (3.15), we have

24




1 b [ -
Pz, 7-8) = -~ = sec = exp {- L 1+
4n 2 i ag)

; At
= 6)} . (3.24)

This is in agreement with eq. (3.15) when 6 =0 and, consistent with (3.23),
remains small as é increases.

The small and large impedance approximations (3.22) and (3. 24) both
indicate that P(m, 7~ 6) changes rather slowly as & increases from zero, and this
has been confirmed by a numerical determination of P(z, 7~ 8} using an exact

integral expression analogous to that in eq. (3.21).

25

bl and XA e 0wt

E
B
3
3
=
b=
3
2
§




L

i

T Y T T Y T P

SR LY

T R Y T R TR

S o <

v
INTEGRAL EQUATIONS FOR THIN SHEETS

One of the main advantages of the impedance boundary condition is its
ability to simulate a variety of surface materials and/or imperfections and to do
so0 in terms of a single parameter only, Unfortunately this generality is also a
weakness, and having used the integral cquations or some other theoretical
approach to arrive at a desirable specification of the surface impedance, it is
by no means evident how (or even if) this impedance can be realized in practice.

To avoid the difficulty, it is natural to seek a formulation in which the
properties of any surface or coating are included explicitly, both zeometrically and
electrically. Such a formulation has been considered by Oshiro et al. (1971), who
developed the integral equations for the problem of an E-polarized plane wave in-
cident on a metallic cylinder fully or partially clad with a dielectric layer. The
geometry and permittivity of the layer are arbitrary, but its permeability is
assumed to be that of free space. Since the field scattered by the layer is
expressed as a surface integral of the polarization currents, the resulting
integral equations are difficult to solve in general, but are amenable to solution
in the limiting case of an infinitesimally thin layer. The computer program based
on this formulation is designated REST and has proved very helpful in our studies.

Although the problem of a plane wave incident on a resistive sheet in
isolation, i.e., without the scatterer present, is ‘of little practical interest in
itself, it is instructive to compare it with the problem analyzed in Section 2. 4.

For this purpose, attention is confined to E-polarization, for which program REST
is applicable.

4,1 Electrically Resistive Sheets

Consider a thin sheet of highly conducting material whose permeability
i is that of free space. If ¢ is the conductivity and A s the thickness, we can

define a surface resistivity R as




e M

)| i

— = (ohms) 4.1)
A  we OxeA

R =

where Xg is the electric susceptibility and € is the permittivity of free space,
and as A——>»0 we can imagine ¢ to be increased in such a manner that R is
finite and non-zero in the limit. The result is an idealized (infinitesimally thin)

electric resistive sheet whose electromagnetic properties are specified by the

single measurable quantity R.

Mathematically at least, the sheet is simply an electric current sheet
whose strength is related to the tangential electric field via the resistivity. Since

M= “O‘ there is no magnetic current present and
NP
nyE -E) =0 (4.2)

where the affices T refer to the upper (positive) and lower (negative) sides of the
sheet and fi = A + is the outward normal to the upper surface. If J is the total

electric current flowing in the sheet, i.e., its strength,
+ -
ngH -H) =g (4.3)
and from the definition of the surface resistivity,

+
n, AA\E") = -RJ . (4.4)

With R specified (it may be a function of position on the sheet), eqs. (4.2) through

(4.4) constitute the boundary conditions at the surface.

The field occurring in each of the above equations is the total (incident plus
’. s

scattered) field, and since H = B_l when J =0, eq. (4.3) implies for a planar sheet

at least, N . i
S S

Hence, fromr (4.4). the surface cur rent density on the upper surface is
+ A i n 1 \| .
K =n, {I_{_ -0, (?.R E)J& (4. 5)

27

LTI T

U b

ISt sl S i i




PR Y

g T

gl

and if a surface impedance n is attributable to the sheet, eq. (4. 5) suggests that

n=2YR . (4.6)

Nevertheless, the problems of a resistive sheet and a sheet at which an
impedance boundary condition is enforced are different from one another and, in
general, not equivalent. Although there is some similarity between the conditions
imposed, an impedance boundary condition specifies a connection between the
tangential components of E and H on each side of the sheet and forces a mag-
netic current to occur in addition to an electric one. The sheet is therefore a
combined electric and magnetic curreut sheet with the two strengths related via
the impedance. In contrast, a resistive sheet supports no magnetic current by
virtue of eq. (4.2)., Because of this the two problems are basically distinct,
and unless the geometry is such that no magnetic current is excited on the
impedance boundary condition sheet, it is not possible to relate R and 7.

To obtain the integral equations appropriate to a resistive sheet, we
consider first the case of E-polarization. If _E_i = iElz then J = 'z\JZ and the
boundary condition (4.4) becomes

+

E- =RJ (4.7)
Z Z

where R is the surface resistivity, assumed known, It is a trivial matter to
derive an integral equation ifor the strength J z of the equivalent electric current
sheet, and the vector formulation is (perhaps) even more straightforward than the
scalar one. From the definitions (2. 19) and (2. 20) of the electric and magnetic

Hertz vectors describing the scattered iield, we have

T (p) = 0 {4.8)
on using (4.2) . Also
Z
T = -2 & | 3 (0 krlds' (4.9)
C
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where the integration is along the sheet (or on one side only), and hence, from
(2.18),

i %
EQ=E(@-—- | J (M
C

(1)

0 (kr)d(ks"). (4. 10)

If p is now chosen to lie on the sheet, application of the boundary condition (4.7)

gives

(1)

0 (kr)d(ks") , (4.11)

Loy = 1 )
YO Ez(s) YOR(S)JZ(S)+4 JZ(s YH
C
which is a rather simple integration equation for the total current Jz (s). Note

that consideration of the magnetic field would have produced only an identity for

J Z(s).» Alternatively, the scalar formulation can be used starting with eq. (2. 6)
and taking ¢ to be the z component of the scattered electric field. The resulting

integral equation is identical to (4. 11).

From eq. (2.31),

J6) = -(H, _~H_) =) (4.12)

where J 3(s) is the total current satisfying the integral equation (2. 32). Zom-
parison of (4. 11) and (2. 32) shows them to be identical if R and n are related
through eq. (4.6) . With this identification, the electric currents are the same
for resistive and impedance boundary condition sheets, but since the latter sheet
can also support a magnetic current, the scattered fields will differ in the two
cases unless the magnetic current is not excited. A situation where this occurs
was noted in Section 2.4 and hence, for a planar sheet at edge-on incidence,

a resistive sheet is entirely cquivalent to an impedance boundary condition sheet
whose surface impedance is given by eq. (4.6) .

§
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This conclusion is important in enabling us to use the analytical information
available about 1 impedance boundar; condition sheet in studying the properties
of resistive sheets. I'rom the exact analytical solution for a constant impedance
half plane, the edge diffraction coefficent can be obtained as shown in the previous
chapter. Fcr the pur:icular case of edge~on incidence, this coefficient is also
applicable to a resistive sheet for all angles of diffraction provided n = ZYOR
where R is the suriice resistivity in a neishborhood of the edge.

Turning row tec H-polarization for which g‘ = QHIZ, the strength of the

resulting current sheet is J = &§J o and the boundary condition (4.4) yields

T

L =RJ_. (4.13)
S S

For the field scattered by the sheet the magnetic Hertz vector U_(g) is again zero,

and since

(‘\

%0 4 4 A1
T - - = \ stI (81, (ke)ds' (4.14)

C
it is a trivial matter to iind Ez(g).. When p is on the sheet, however, eq. (4. 13)
implies

E> = -E' +RJ
S S S

and hence

m
Y Ele) =Y R (s)+ 0P L D \ s snénHE Vadks) ., 15)
0 s 0 s p—>C 4k on | s 1 ‘ ’

JC
This is an integral equation from which to determine .J ‘;(s). Unfortunately, it is
characterized by the same type of second derivative singularity that we have met
pefore and which is ditficult to handle numerically, but :» suite of this, eq. (4, 15)
is the one that must be solved, Indeed, tiae consideration of the magnetic field

scattered by the sheet produces only an identity for Js(s) .
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Even for a resistive sheet we are now faced with two integral equations
analogous to the ones obtained for an impedance boundary condition shzset, but
whereas the latter requires both equations to find the two currents that either an
E- or H-polarized wave excites, the resistive shee: needs only a single equation
for each polarization. Though one is convenient for numerical solution, the other
(for H~polarization) is not. Were we to compare eq. (4.15) with the analogous
equation for an impedance boundary condition sheet, we would again find them to

be identical if n = 2YOR.

4.2 Generalized Resistive Sheets

Qur attention thus far has been concerned with the concept of an electric
resistive sheet whose electromagnetic properties are specified entirely by the
surface (electric) resistivity R, but we can also conceive of the electromagnetic

dual of such a sheet. This could be simulated using a material having ¢ = €

and high magnetic loss, and we could then define a surface "magnetic resistivity"

R* = m (mhos) (4.16)
analogously to eq. (4.1) , where X, is the magnetic susceptibility, Hy is the
permeability of free space and A is the thickness of the layer. If Xy~ (or,
more realistically, J mxm) as A—»0 in such a way that the product remains
finite, we are then left with an idealized (infinitesimally thin) magnetic resistive
sheet whose properties are completely specified by the single measurable quantity
R

For a magnetic resistive sheet, the boundary conditions are simply the

dual of those in the previous section and are

Apl -H) =0 . 17)
ApET-ED =1 (4. 18)
ApnpyH) =R (4.19)
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where the affices I again refer to the upper (positive) and lower (negative) sides
of the sheet and, say, n= ﬁ+. The sheet supporis only a magnetic current J_*
and, as a result, the tangential components of the magnetic field are continuous
across it.

Integral equations from which to compute J i are immediately
obtainable from those in Section 4.1 by invoking duality. Thus, for H-polari-
zation, ﬂl = 'z\HiZ and g* = ’Z\J:. Hence, from eq. {4.11),

m
ZoHiz(s) - ZOR*(S)J*(SH}- 78 P kvdks" (4. 20)
2 4 z 0
C

Similarly, for E-polarization, gl = QE , i* = ,s‘Jq and, from (4.15),

(

Dierates.

d e A

— (At .

n Q Js(s Yt r)H
vC

i _ 3 :{:’
ZOHS(S) = ZoR (S)JS\S)+ o
(4.21)

These are analogous to the equations for the magnetic current supported by an

impedance boundary condition sheet having surtace impedaice
n=Y,/(R) . (4.22)

though we remark that the problems of impedance boundary condition and mag-
netic resistive sheets are completely equivalent only in those cases where an
impedance boundary condition sheet supports a single-component current alone,
One such situation is a planar sheet at edge-on incidence.

It is now logical to consider a generaiized resistive sheet consisting of
a superposition of an electric and a magnetic resistive one. With such a sheet,
the electric and magnetic currents are produced by the electric and magnetic
susceptibilities of the material respectiveiy, and are specified by R and R™
independently of one another. From egs. (4.2) through (4.4) and (4.17)
through (4. 19), the electromagnetic houndary counditions at a generalized resis-

tive sheet are
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I + -
Aaw -H) =2 (4.23)
A + - 3
na(E -E) =-J (4,24)
Aa{RAE +ED) = -2rg (4,25)
7, + - ¥ 3k
Ap{RaE +H )} =-237g (4. 26)

where the last two have been deduced from (4.4) and (4, 19) by writing these as
conditions on the sum fields. This avoids the cross-coupling occurring at each
side of the sheet.

The Hertz vectors describing the scattered fields are

T =- z% _{(s')li(()l)(kr)ds' (4.27)
c
Y <
T =g | g e tenas (.28
c

from which E_S(g) and gs(p_) can be computed using the eqs, (2.18), By taking
the observation point to lie on the sheet and imposing the boundary conditions
(4.15) and (4. 16), we then obtain integral equatioas from which J and J* can
be computed, Though it is natural to expect that the equations will be coupled,
this is not in fact the case.

We shall again confii.c attention to the principal polarizations and it is
actually sufficient to conside- E-polarization only, If _I_E_i = ﬁEiz, then J = QJZ

P -
and J = §Js. From the eqs. (2,18), the fields scattered by the sheet are

Y

Q) = -2 = J:(s')(ﬁ’-?)H(ll)(kr)d(ks')
C
—41 g Jz(s')(ﬁ ?)H(ll)(kr)d(ks') . (4.29)
JC
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S,y _ 0\ Y '
E ) =-- J(80H, (kr)d(ks')
«C
. C T e .,f'}H(ll)(kr)d(ks') (. 30)

C

If the obsecvation point p *s now chosen to lie successively on the upper and
lower surfaces of the sheet, the resulting f.elds can be ‘nserted into .he boundary

conditions
+ - o s
H +H =2R 4 ,
s 'S s
{4.31)

+ -
E 4E_=2RJ
Z Z A

Since the contribuiions of the second integrals in (4. 29) and (4. 30) cancel, we

are left with

lim

(1)

i - % e _‘L ._’C:. sk a A )
ZOHS(S) ZOR (S)JS(S)+R—§C W Js(s')(n'-r')H1 (kr)dks?) .
C
(4.32)
a9
i B . 1 . (1) ,
YOEZ(S) _YOR(s)JZ ‘s) + 2 uz(s‘)HO (kr)d(ks") (4.33)
0

which are two uncoupled integral equat ions fov J ; and JZ. They are identical

to the equations (4.21) and (4. 11) jor individual magnetic and electric resistive
sheets, and the scattered fields (4. 29} and (4, 30) are simply the sums of the fields
scattcred by the separate sheets. Though a genecalized resistive sheet does bear
some resemblance to an impedance boundary condition sheet, it should be noted
that in the present case J and g’ “ are specified independently by R and R*
respectively: the constraint (2. 13) or (2. 14) which charucterizes an impedance

boundary condition surface would only exist if R = 1/(4R Y.
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An important practical consequeunce of the above results is that for a
generalized resistive sheet it is sufficien. to solve only the two integral equations
(4.11) and (4. 15) for an electric resistive sheet with E- and H-polarizations,
respectively. The analogous equations, (4,21) and (4. 22), tor a magnetic
resistive sheet follow by invoking duality; and fcr a generalized resistive sheet,
tne integral equations are the same as for a superposition of the two sheets, as
are the scattered fields. Of course, we are still faced with the numerical diffi-
culty posed by the second derivative singularity in eq. (4. 15), but before turning
to this, it is of interest to consider the problem of a generalized resistive sheet

in the presence of a body,

4.3 Sheets and Bodies

A resistive sheet is of concern to us because of its potential for reducing

the scattering from a body in its vicinity. Until now our studies have been

confined to an isolated sheet, and though these have served to pinpoint the types
of integral equation which are appropriate, the practically important problem
is that of a sheet in the presence of a body. This is the problem that we now
address and, as we shall see, the analysis is a rather trivial extension of that
which has been done before

Consider a body whose profile is the (closed) contour 02 and which has
the impedance boundary condition (2, 1) or (2. 2) imposed at its surface. Some-
where in the vicinity of the body there is a generalized resistive sheet whose
profile is the open contour C1 and which is subject to the boundary conditions
(4. 23) through (4. 26). A plane electromagnetic wave is incident and it is suffi-
cient to assume this to be E-polarized, i.e., gi = EEIZ Hence, E = £Ez and
H= ?(Hx +§Hy, and from the eqs. (4.23) through (4.26),

J=23 , J =83 (4. 34)
- 7 - S

where J and J * are the electric and magnetic currents, respectively, of the
equivalent current sheet. The Hertz vectors describing the field scattered by

the sheet are therefore
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n) =3 f{’ 3 (s')H(l)(krOI)ds' , (4. 35)
¢
Y
(1) (o) = 'Z% é"Js(s')H(()l)(krOl)ds' , (4. 36)
Cl

=p=-p! i =
where I = L8 1 lor 2.
The body supports surface currents K and K™ where (see eqs. 2.3 and
2.12)

K=2K , K =8K . (4. 37)
K=2K , K .

Since Ks = -nZOKz by virtue of the boundary condition, the Hertz vectors

describing the field scattered by the body are

Z
@ =22\ « @n e, (4.38)
CZ
T_T(z)*(e) = -i §'n(s')KZ(s')H(()D(kroz)dS' . (4.39)
. C2

The complete scattered field is given by .he egs. (2. 18) with

e Y ¢, R

and at an arbitrary point p in space
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1 ( (1)

YoE, (@ =Y, £l @3 \ J (s')H (kr ) )d(ks?)

\./C1

—39 3 eV )H(l)(krm)d(ks')

o4
4

5 K (s')H \kr )d(ks')
S‘

n(sK_ GG F )H(l)(kroz)d(ks') )

Hlp) = H(p_)+<5% 95%>i Jz(s')H(D(kr )d(ks")

4k
L Je
1
Y
_0 ¥ Ay A (1)
o JS(S')(n x'Ol)Hl (krm)d(ks')

C

K (s')H(l)(kroz)d(ks')

+-L
4k
J

(9K _(s(n' - r )H(l)(kroz)d(ks‘)] .
C

2

Let p approach a point s1 on the sheet successively from above and

below. From the second of the eqs. (4. 31) and the fact that
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(4. 40)

(4.41)

We cbserve that there are three unknown components of the currents, two for the

sheet and one on the body, and three integral equations are therefore necessary
to determine them.,
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lim lim ' {1
<B"‘>Cl+ + B—>Cl-> J (s At -t )H (kr )d(ks') =0, (4.42)
C

1

we have

C 5 (s')H(l)

YE(s)—-YR(s)J(s) i
Jo.

(k r, 1)d(kS')

1

1
+ZQ K ')H(l)(krlz)d(ks')

4

(1)

3\ ek 8 Ve dtks?) (4.43)

Cy

where rij = ei—gjf, i,j = lor 2. Similarly, by considering the magnetic field

component S_-H and using the first of the egs. (4.31),

1

Y

- .m O b * Fay A (1) 1
H (s ) R™(s )J “s ) e->e, ™ a Js(s')(n'-r()l)H1 (krm)d(ks)
C
1
+4—i “'/‘(s')(r'i1 )H(l)(krlz)d(ks')
Cy
L (9K (s —— .t P )—\' dlks")
Tak | TR e 1T T r12‘? s,
Cy (4. 44)

Equations (4. 43) and (4.44) are necessary for the determination of JZ and J ;
The first integral on the right hand side of (4. 44) has a second derivative singu-
larity of the type referred to earlier. The last integral is similar in form, but
the integrand is actually free of singularities if C1 and 02 have no point in

common, and the differentiation can be carried out explicitly.
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The third (and last) of the integral equations required is obtained by

allowing p to approach a point 52

39

on the body, However, there are two forms

that this equation can take. If we consider EZ and use the fact that Ez = nZOKz
on 02’ we find
Y E ) = SneK )+E | K 9H D ke, )dlks")
07z 2 2 277272 4 z 0 22
Cy
N
X ek @@t e ke, )d(ks?
4 z 22'71 22
CZ
‘ 1 iy (1) '
+4 g Jz(s )H0 (kr21)d(ks)
(Jl
+i_3_rg I sn@Ar . £ )H(l)(k Yaks?) (4. 45)
4 g S Tg My Wy : :
Cl
Alternatively, from the magnetic field component §2 -H,
i = l _1 - Y AR 1 '
Hs(SZ) =-3 KZ(52)+4 I\Z(s )(n2 r22)H1 (krzz)d(ks )
C2
Jlmo 18\ ek @2 oM ke, ks
L= p, 4k an2 z 0271 02
C2
_i ne LA (1) t
*3 Jz(s )(n2 r21)H1 (erI)d(ks)
Cl
¥ )
9 oy 2 Jai.n (1) v
+ ™ Js(s ) 8n2 {n 1'21)1411 (krmy dks" . (4.46)
Cl




3 This last equation is similar to (4. 44) and the same comments apply. If
JZ(s') =0 = J:(s'), i.e., if there is no resistive sheet present, eqs. (4.45) and
(4. 46) reduce to (2. 16) and (2. 17), as required.

For the complete problem of a generalized resistive sheet in the preserce
of a body, the integral equations needed are (4. 43), (4.44) and one of (4. 45), (4.46).
Because of its greater simplicity, (4.45) is the natural one to choose. If the sheet
has only an electrical resistivity, so that R* is infinite, implying J S =0, and if,

in addition, the body is perfectly conducting (n = 0), egs. (4.43) and (4. 45) become

i _ 1 {1)
‘ YOEZ(s 1) ~Y0R(51)Jz(sl)+ 2 JZ(S')H0 (kru)d(ks')
C
i 1
i
1 (1 ,
§ +3 S Kz(s')HO (krlz)d(ksl , (4.47)
i C,
i, _1 (1) 1 ( (1)
! YOEZ(S2) = Jz(s")H0 (kr21)d(ks')+4 Kz(s')HO (krlz)d(ks') ,
\Cl C2

(4.48)

and these are the ones used in program REST. However, one of the great

advantages of the impedance boundary condition is its preservation of duality,

which allows us to deduce the results for H-polarization by applying the follow-

ing transformation to the E-polarized equations:

bl R SR A S KR

e n, H—-E, —71, J —>-J
Z VA S S Z z S S

Kz——)K;=nZOKS, R<>R , ne>1/n, Y. 7

0 0°
It is therefore sufficient 10 consider only the three integral equations (4. 43),

(4. 44) and (4.45). Apart from some slight simplifications, these are identical to

the equations ohtained by Luxpati (1973) using a scalar formulation, and are now
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being programmed for numerical solution, Of the three equations, (4.43) and

(4. 46) are similar in form and rather easy to treat. Indeed, they are not sig~
nificantly different from those which are employed in programs REST and RAMI1D
(see Chapter V). Unfortunately, eq. (4.44) is rather difficult to handle because
of the "second derivative singularity' which it contains, and an examination of

this type of singularity is given in Appendix A.
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COMPUTED AND EXPERIMENTAL RESULTS

In the process of assembling material for this Interim Report, we found
that a great deal of information had been collected since the publication of the
previous report (Knott, Liepa and Senior, 1973). The theoretical aspects of a
detailed examination of the integral equation formulation have already been
presented in Chapters II through ' ‘vat some of the information we had acquired
seemed to fit in neither category. e therefore set aside Chapter V as a reposi-
tory for otherwise unclassifiable topics.

Before presenting the details of these assorted smaller studies, we
first review the salient events of the predecessor Contract, and of the present
Contract until now, in Section 5.1. The intention is to provide a commentary
that bridges the transition between the two and to show why some of the computer
programs had to be modified. The review will refresh the memory of the reader
who has seen the last report, but will also acquaint the new reader with previous
accomplishments. The capability of the impedance boundary condition computer
program is assessed in Section 5.2 via comparisons with measured results, and
the effect of treating both the leading and trailing edges of an ogival cylinder are
discussed in Section 5.3. The effect of sampling rate is taken up in Section 5. 4,
along with the demonstration that, at least for edge-on incidence, it is the lead-

ing edge of the obstacle that dominates the scattering for E-polarized incidence.

5.1 Summary of Previous Efforts

Early in the predecessor Contract we were furnished a computer program
(RAMIA) by AFAL, based upon the linearized solutions of integral equations (2. 9)
and (2, 17) derived in Chapter II. RAMIA offered but two options: the solution for
a circular cylinder satisfying a (constant) surface impedance boundary condition

or the solution for a cylinder of arbitrary shape, but whose profile nad to be
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specified point-by~point as input data. Since the investigation was to be directed
toward non-specular scattering, circular cylinders were oi little interest and
the feeding of more general profiles into the machine point-by-point was clearly
an undesirable task. Moreover, previous experience had shown that the impedance
must be variable along the surface in order to permit some measure of control
over the far field scatteriug.

Since our task required more flexibility than was offered by RAM1A, we

modified it so as to more fully satisfy the existing needs. The profile-gererating

subroutine was expanded and it now constructs the body perimeter from a collection
of abutting straight line or circular arc segments and assigns variable surface

i impedances along the profile according to two general mathematical descriptions,

E | A subroutine was also added to the program that prints out ''quick-look'' plots of

the induced surface currents. To distinguish the program from the original it
was called RAM1B.

G

R

RAMIB was immediately tested for both E- and H-polarizations using a
conducting circular cylinder as a test obstacle. The results of these initial
test runs duplicated those of the original program, and they also agrecd quite
e well with the exact solution obtained by the method of separation of variables
s in circular cylindrical coordinates. Satisfied with the capability of RAM1B,
we subsequently used it intensively to study methods of reducing traveling wave
returns from the trailing edge of an ogival cylinder and the creeping wave con-

tributions from a wedge-cylinder for H-polarization. The results of the study

showed that such sources of non-specular scattering can indeed be reduced,

E . but only at the expense of treating a portion of the surface which is a significant
=}

- fraction of the wavelength (Knott and Senior, 1973; Knott, Liepa and Senior,
1973). Having established favorable surface treatments for this polarization,

- we turned to E-polarization, for which the leading edges of the bodies become

the dominant source.

Preliminary runs of RAMI1B were for the bare ogival cylinder so as to
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establish reference levels against which to gauge the success of candidate
surface treatments. The first test run for the bare body for E~polarization
was unacceptable; the surface fieids rose to abnormally high levels at the
trailing edge and the scattered fields were some 10 dB greater than those
observed in experimental work, That the program failed was corroborated

by the application of GTD as well, which, at least within 60 degrees of edge-on
aspects, agreed with the experimental patterns to within 2 dB. Clearly, some-
thing was wrong with RAMI1B for E-polarization.

The difficulty had not been resolved by the time the Final Report of the
predecessor Contract had been prepared, but a series of tests had been under-
taken in an effort to determine if the problem could be circumvented. Reasoning
that since the program had worked quite well for the circular cylinder, it must
be the sharp edges of the ogival cylinder that gave rise to the problem, so we tried
replacing the edges with rounded caps of small radii. Although this ploy tended
to destroy the very feature that gives rise to non-specular scattering, it was at
once promising: the disagreement between measured and computed results
dropped from 10 dB to only 4 dB. Then, reasoning that since the small radii
of the caps actually resulted in dense surface sampling near the ends of the
cylinder, we ~verted back to sharp edges but we clustered the sampling points
quite heavily there. Subsequent tests showed that progressively better results
were obtainable with progressively heavier sampling but this can be carried only
so far; the dense sampling at the edges greatly reduces the number of points
available for distribution over the remainder of the body. Although we were
able to reduce the disagreement between measured and computed patterns to
2 dB, we were disappointed by the devious means required to do so.

In the meantime we had received another program (RAMC) from AFAL
which solved the integral equations (4.47) and (4. 48) for a metallic body in the
presence of purely resistive sheets for E-polarization. Like RAM1A, RAMC

treated a specific geometry, namely a metallic circular cylinder surrounded
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by a concentric resistive sheet of constant resistivity, and it was too rigid to be
used in this form. The program was modified 50 as to more fully suit our needs
and the modification was named REST. Unlike RAMC, REST permits the user
to place resistive sheets anywhere (even within the metallic core!) and our first
test of REST was for a metallic ogival cylinder with no resistive sheets at all.
When compared with experimental patterns, the computed data agreed quite
well, but it raised a question: why did REST perform so well while RAM1B
did not? The answer is, of course, that REST is based on equations (4. 47)
and (4. 48) for E-polarization while RAMI1B is based on equation (2. 17), which
has the secoud order singularity in one term.

For the special case of incidence normal to the cylinder axis, equations
(2.16) or (2. 17) may be used for E-polarization, of course, but for numerical
convenience (2. 16) obviously has an advantage. In addition, the computer
program RAMI1B could be greatly simplified since the generation of the matrix
elements for both E- and H-polarizations involve identical terms. Thus we
put aside program RAMIB and constructed a far more efficient and accurate
version. It is called RAMD and a listing of it is given in Appendix B. As will
be shown in a moment, RAMD produces satisfactory results for both polarizations,
at least within the constraints of the impedance boundary condition.

In summary, we started the predecessor Contract with an impedance
boundary condition computer program which was then modified for specific
use in non-specular camouflage studies for H-polarization. The present Contract
was started with this program on hand, plus another which solved the E-polarized
resistive sheet geometry. This second program was also modified for specific
use in E-polarization studies. Finally, a streamlined and compressed version
of the first program was constructed. We now have available programs REST,
for the resistive sheet problem, and RAMD for the impedance boundary condition,
As will be pointed out presently, we are in the process of constructing yet a third

program that combines the desirable features of both programs, valid for either
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polarization, This prugram will become, we believe, a vital tool in the

remainder of our investigation of non-specular camouflage treatments.

9.2 Comparisons of Computed and Measured Results

Programs REST and RAMD solve a two-dimensional problem, of course,
whereas laboratory measurements can only be made of finite, three~dimensional
ok.stacles. Thus, in order to compare measured and predicted patterns, one or
the other must be scalea by the factor derived in a previous report (Knott, Liepa

and Senior, 1973). The relation between two- and three-dimension Cross

sections i3

% Z(L)z %
Xz A I
where L is the length of the finite cylinder., Measurements were made both
by AFAL and the Radiation Laboratory and, since different frequencies and
calibration units were used at the two installations, it is convenient to scale
the measured patterns down to the two-dimensional system instead of scaling
the computed patterns up to the measurements.

The AFAL measurements were made at 7.5 GHz for 18~inch long cylinders;
since AFAL routinely presents its data in dB relative to a square meter, 3.79
dB must be added to the patterns in order to obtain the effective two~dimensional
results. The Radiation Laboratory measurements were made at 3.0 GHz for a
cylinder 35 inches long; since our data are routinely presented in dB relative
to a square wavelength, 22. 00 dB must be subtracted in order to carry out the
comparison with computed results. The Radiation Laboratory patterns were
presented in the previous report, but only one comparison was made there with
predicted patterns. The AFAL patterns have not yet been published.

Figures 5-1 and 5-2 are comparisons of measured Radiation Laboratory
backscattering patterns of a metallic ogival cylinder 3 wavelengths wide for E-

and H-polarizations, respectively. Only 90-degree segments of the patterns
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FIG. 5~1: BARE OGIVAL CYLINDER, E-POLARIZATION.
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are presented, and the angular scale runs from edge-on at the left (zero degrees)
to broadside i..cidence at the right (90 degrees). Except for a 1 dB error in the
edge-on region and a 2 dB error at broadside, the agreement between measured
and predicted patterns for E-polarization (Fig. 5-1) is quite good. And, except
for the 4 to 5 4B discrepancy in predicting the null near 35 degrees for H-polariza-
tion (Fig. 5~2), the same kind of agreement prevails. It should be noted, however,
that the computed H~polarized pattern seems to be shifted 2 degrees toward edge-
on incidence. For both polarizations the measured broadsice return is less than
the computed value, possibly because the target was measured at a range only

half of the customary 2L2/K.

When the ogival cylinder is covered with a layer of Emerson and Cumming
S¥T=2. 5 absorbing material the agreement is not as good, as may be seen in
Figures 5-3 and 5-4. Based upon the measured electromagnetic properties of
sevelral saraples of this material by AFAL, a constant normalized surface
impedance Zs= 0.840+10, 187 was specified in the computer program input
data. TIbis impedance level corresponds.to a normal incidence power reflection
coefficient of -17. & dB, and if the computed broadside cross sections in Figures
5--1 and 5-3 are compared, it will be seen that a reduction of 18. 7 dB was pre-
dicied, reasonably close to that obtaiaed from the measured properties of the
materizl. However, a comparison of the measured and computed patterns of
the coated ogival cylinder for E-polarizativn show no such agreement. In the
edge~-on regicn the computec cross sections are of the order of 6 dB greater
than the measured values, and at broadside are some 5.5 dB lower. Moreover,
such pattern characteristics as lcbe structure and null positions are not well
produced. The disagreement is not quite so bad for H-polarization {Fig. 5-4),
but the measured pattern does not exhibit the deep nulls predicted by the computer
program in the broadside aspect angle region. Interestingly enough, the computed
broadside cross section reduction is only 16.3 dB {via comparison of Figs. 5-2

and 5-4), anc falls short of the normal incidence value by precisely the amount
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that the computed E-polarized reduction exceeds it. Nonetheless, we must

conclude that even in the presence of possible experimental errors, the back-
scattering from the absorbev covered ogival cylinder is not well modeled by a
constant surface impedance determined by the normal incidence properties of
the coating,

Figures 5-5 and 5-6, like Figs. 5-1 and 5-2, are for a metallic ogival
cylinder, but in this case the measured patterns were provided by AFAL. The
reader will note a change in the amplitude scale on these and the remaiming
figures, since AFAL uses a 60 dB dynamic range while the Radiation Laboratory
uses 40 dB. In both cases the cylinder was 3A wide and, although the AFAL
cylinder was shorter than that measured by the Radiation Laboratory, the
difference in length is automatically accounted for by the scaling factor men-
tioned earlier. The measured pattern for E-polarization (Fig. 5-5) lies below
the computed pattern by about 1 dB and were it not for this constant 'bias", the
fit between the two would be remarkable. The disagreement noted in the
Radiation Laboratory data for H-polarization (Fig. 5-2) carries over to the
case of the AFAL data in Fig. 5-6, where again it can be seen that the computed
pattern seems to be shifted slightly toward the edge—on aspect angle.

Figures 5~7 and 5-8 are for the coated ogival cylinder, but this time the
coating was Emerson and Cumming SFT-11. 0 material. Based on measurements
of the electromagnetic properties of the layer, the normal incidence surface im-
pedance is computed to be Zs =0.471-i0.400, and this was the impedance used
as input data for program RAMD. Theoretically, at least for normal incidence,
the radar cross section should be reduced by 6. 97 dB using this impedance, and
for E-polarization the computed reduction was in fact 6.9 dB, as judged from a
comparison of Figs. 5-5 and 5-7, and for H-polarization 7.4 dB, from Figs.
5-6 and 5-8. The measured E-polarized pattern (Fig. 5-7) is about 1.5 dB
greater than the computed one ai broadside, and from 1.5 to 2.0 dB lower in the

edze-on region, but the ugreement is otherwise quite good. For H-polarization
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FIG. 5-7: COATED OGIVAL CYLINDER, E-POLARIZATION.
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(Fig. 5-8), the measured and computed patterns nearly coincide at broadside
incidence, but there is some disagreement in the details of the lobe structure
at edge-ou and in the intermediate aspect angle region.

Figures 5-9 and 5-10 arz patterns of a metallic wedge cylinder formed
by mating a 25~degree (total) angle wedge with a circular cylinder of electrical
radius ka = 3. 0. The measured pattern for E-polarization (Fig. 5~9), like that
of the metallic ogival cylinder, lies about 1.5 dB below the computed one and
were it not for this fairly constant difference, the two patterns would be in
almost perfect agreement. The agreement for H-polarization (Fig. 5-10) is
not quite as good, with some of the computed nulls shifted toward the edge-on
incidence side of the pattern and, in particular, with a 6 dB disagreement in
amplitude at the edge-on aspect. Note that since the wedge angles of both the
wedge-cylinder and the ogival cylinder are the same, the edge-on E-polarized
returns of both bodies are the same. Figures 5-1, 5-2, 5-5, 5-6, 5~9 and 5-10
all suggest that the computer program performs quite well for metallic bodies
for E-polarization and that, while less accurate, it may still produce acceptable
patterns for H-polarization. Some of the differences noted may be due to align-
ment difficulties and near field effects, and not least, to the neglect of end
effects in scaling the three-dimensional patterns down to the two-dimezsional
somputed results.

Figures 5-11 and 5-12 display the wedge-cylinder patterns when the
body is coated with the SF-11.0 material mentioned earlier. The agreement
for E-polarization (Fig. 5-11) ranges from 1. 5dB at the specula. angle to 3 dB
or so in the regions of the nulls, and is as good as was noted for the ogival
cylinder. The discrepancy for H-polarization (Fig. 5-12) is somewhat greater,
about 3dB, at the specular angle, but rises to as much as 10dB in the edge-on
region, Comparisons of the specular cross sections in these figures show

that the computed reduction is 6,1dB for E-polarization, which is 0.9 dB
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short of what might be expected for n~rmal incidence as judged from the
material properties, and is 7.5 dB for H-polarization, which is 0.5 dB

better. The measured cross section reductions considerably exceed the com-
puted ones, however,

The agreement between measured and computed patterns is quite good
for metallic bodies, nearly as good for coated bodies for E-polarizatio ., and
perhaps disappointing for coated bodies for H-polarization. We believe the
errors are traceable, in part, to the shortcomirgs of the surface impedance
boundary condition, "vhich, while conceivably justifiable over smooth surfaces
of large radii of curvature for sufficiently lossy materials, is not ne.essarily
valid near edges. From a study of the integral equations presented iz Chapter
II, one would conclude from that a surface impedance boundary condition tends
to irterchange the roles of E- and H~polarized scattering sources. Hence the
surface impedance would, for example, increase the trailing edge return for
E-polarization. If this were iruly the case, the design might have to aim for
a surface impedance of about unity, since this would be optimum for arbitrary
polarizations.

However, the experimental data in Figs. 5-1 through 5~12 show no such
inclination. In every case the radar cross section in the edge-on region was
reduced; no enhancement took place, as might have been predicted from the
duality of the impedance boundary condition integral equations. Therefore the
effective surface impedance near the edges was -ufferent for the two polarizations,
even though the edges were treated with the same physical materials. This is
indeed fortunate, for it gives us the kind of control we require: the optimum
surface impedance for one polarization is mani'estly not optimum ior the other.
Thus, instead of being disappointed in the lack of 2ogreement between the
measured and predicted patterns of these coated objects, we take heart: the

disagreement shows that selective control is still available.
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5.3 Single and Double Edge Treatment of the Ogival Cylinder

Although it is doubtful that an impedance can be defined near the edges
of a coated body on the basis of the normal incidence properties of the coating
alone, there is no question that some impedance can be assigned. What is nct
clear is how we might deduce this impedance from a knowiadge of the material

properties and the local edge geometry, and indeed, it is via the expansion of

program TWOD that we hope to answer the question in the coming months.

The impedance boundary condition integral equations do not in themselves

provide the answer. They merely offer the promise of providing a solution to a
given scattering problem for whatever particular impedance is selected to

represent the relation between the tangential surface fields. Not knowing at

e ————— G

present how the H-polarized impedance near an edge is related to the E-
polarized impedance there, we shall assume for the time being that they
are equal. We now pose the question, how would an optimum treatment for
one polarizaticn affect the performance for the other, assuming that the
impedarce for the two polarizations is the same?

To obtain some idea of the possible degradation in performance, an
ogival cylinder was chosen as a test obstacle because the offending source of
non-specular scattering chifts from the leading edge to the trailing edge as
the polarization is rolled from E to H. We assume that a parabolic (square
law) impedance distribution, rising to . terminal value of Zs= 2.0+i0 at the
edge, is optimum for H-polarization when 1A of the trailing edge surface is
treated, the constraints of the optimization being due to, say, external con-
siderations such as weight, layer thickness, and the like. Normally, only
the trailing edge should be treated, but if the cylinder must also be viewed
from the rear, then the leading edge should be included.

Figure 5-13 summarizes the results. As seen on the left side of the
diagram, a trailing edge treatment aloue (the alternating solid-dashed line)

reduces the return by 2 dB at precisely edge~on incidence, but out to about
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40 degrees an average of 10 dB or so is available. The treated edge becomes
a "leading' edge if we shift from the left to the right side of the diagram, and
there it can be seen that the cross section is actually enhanced oy 5 dB over
the bare body level, that a deep null is created at 165 degrees (corresponding
to 15 degrees from edge-on), and that the averaged cross section values in the
140 to 180 degree range have not becn materially affected. In fact, an envelope
sketched through the peaks of the lobes would seem to describe the peak ampli-
tude of the bare body echo as well as that of the body with a single treated edge
(when that edge is presented toward the observer). Thus a favorable trailing
edge treatment is completely sacrificed if the edge is viewed from the rear.

This being so, it might be expecied that treating both edges of the body
would be useless, for then a coated edge would be presented to the observer
regardless of whether he viewed the cylinder from the front or the rears. Such
is not the case, however, as can be seen from the level of the dashed line in
Fig. 5-13, representing the effect of a double edged treatment. In the inter-
mediate aspect angle range from 45 to 135 degrees, the double edged treatment
smoothes out the peaks and nulls of the bare body nattern, and the averaged
cross section levels are scarcely different from those of the metallic objects.
But in the edge-on regions, a 7 dB reduction is still available, although there
is a substantial enhancement of about 6 dB at precisely edge-on. We conclude
that, although a trailing edge treatment offers little benefit if viewed from the
wrong direction, a double edged treatment helps to recover the loss in perfor-
mance. The recovery is not complete, however, and some performance is
sacrificed.

This does not seem to carry over to the case of E~polarization, primarily
because the trailing edge does not appear to be a source of scattering. As
shown in Fig. 5-14, for example, nothing is lost by treating both edges of
the cylinder. Aside from a shift in the positions of the peaks and nulls of the

pattern, the averaged amplifudes of the scattering from both the single and
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double edged treatments are about the same, but the double edged version Aoes

have the virtue of reducing iie return in both the forward and backward directions.
The cross section reduction available for E-~polarization is substantial, amounting
to nearly 20 dB within a 40-degree range of edge-on incidence. Thus, at least
under the "optimized'" conditions specified for this particular case, H-polarization
is likely to suffer most from the double edged treatment, with the E-polarized
cross section being scarcely of concern.

The above results were obtained using program RAMD and it was of
interest to perform the same kind of test using program REST, in which
resistive sheets are employed. We chose a sheet 1\ wide having a parabolic
resistance variation, with the terminal (outer edge) resistance equal to twice
the impedance of free space. Thus the sheet width and the resistance variation
were analegous to the surface impedance treatment used in conjunction with
RAMD. The results are displayed in Fig. 5-15 and, like those in 5-14, the
double edged treatment entails little or no loss in performance compared with
that obtai.ed by treating a single edge.

There are two minor differences between the results of the resistive
sheet and surface loading methods, however. The first is that the resistive
sheet, since it projects outward from the bare body, increases the effective
length of the scatterer. Consequently the lobe structure tends to be more
detailed and the broadside cross section is slightly greater. For the 1A sheet
width used in the test of Fig. 5-15, this enhancement amounts to about 1.5 dB.
The second difference is that the impedance loading method, when extended
over a surface distance equal to the sheet width in the above test, offers a
slightly better cross section reduction. The improvement amounts to 2 to 4
dB in the end-on region and it persists into the broadside region where the resis-
tive sheet actually produces an enhancement.

As was done under the predecessor Contract for the trailing edge with

H-polarization, we also studied the effect of the impedance distribution near the
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leading edge for E-polarization in the present Contract. The study was not
exhaustive, but the results, some of which are shown in Fig. 5-16, suggest
that the leading edge treatment is not nearly as difficult to perform for E~
polarization as was the trailirg edge loading for H-polarization. The angle

of incidence was held fixed at 25 degrees from edge-on (as in the H~polarized
studies previously mentioned) and two types of distributions were imposed.

The length of the treated surface renged from 0.5A to 1.5, the latter covering
half the body.

The four curves plotted in Fig. 5-16 are typical of all the data collected
for this case. As the figure shows, slightly less performance is obtained for
shorier surface loadings, and it seems to matter little whether a linear or a
parabolic distribution is employed. The maximum impedance used in the
study was ZS= 2.0+i0 (at the leading edge) but the curves seem to be continuing
downward monotonically. They suggest that the scattering does indeed arise
from the edge itself and that the loading might be compressible into a narrow
strip of surface near the edge if the impedance can be taken to a high enough
level. A cross section reduction of 13 dB is apparently attainable if the leading
edge impedance is as low as 1.3 times that of free space. The form of the
curves is much like that provided by resistive sheets placed in front of the

cylinder.

5.4 Reducing the Number of Sampling Points

Tke expansion of program TWOD to include magnetic was well as dielectric
properties of physical materials, for H-polarization as well as E, will produce
a useful tonl for our task. The program will be based upon the integral equations
for thin layers, but it i5 not inconcrivable that relatively thick coatings may
have to be studied, or even coatings whose thicknesses are variable. Hence
it may be necessary to synthesize such coatings by stacking up several thin
layers. This amounts to sampling in volume instead of area and, unless the

total number of sampling points is increased, it will require that the points be
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FIG. 5-16: LEADING EDGE TREATMENTS ON THE OGIVAL
CYLINDER USING THE IMPEDANCE BOUNDARY
CONDITION.
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redistributed. Some parts of the body will therefore be sampled le.:s densely
than others, and we ran a sequence of tests to establish how the ccuiwuted far
fields might be affected by sparse sampling.

Again the ogival cylinder was chosen as a test obstacle and program
REST was used to compute the backscattering. No resistive sheets were
deployed, hence the patterns produced were of the bare body. The total number
of sampling points on the profile was increased in steps of six from a minimum
of 24 to a maximum of 100, producing nominal surface sampling rates from 4
to 162/3 per wavelength., Assuming that the highest sampling rate produces
"perfect' results, the errors produced by less frequent sampling can be estimated
by comparing the computed backscattering patterns. This comparison is shown
in Fig. 5-17 for a selection of > sampling rates.

The errors are greatest in the intermediate aspect angle range and are
smaller at both the edge-on and broadside aspects. Expectedly, *he error
increases with decreasing sampling rates. From the lata display:  one finds
that 10 samples per wavelength yield 0.5 dB accuracy for the entiz< aspect
angle range, but if only edge~on incidence is of interest, as few as * samples
per wavelength will suffice. Figure 5-18 is a plot of the errors incurred at
three discrete aspect angles, one of the angles (8 =58 degrees; being that at
which the error is greatest. It should be emphasized that these p!ots are for
a bare ogival cylinder and that the behavior depicted may not necessarily apply
to other bodies or, indeed, to the same body when coated.

If it is only the leading edge that dominates the far field scattering, as is
true for E-polarization, it may be possible to use a small wedge-cylinder, as
suggested in Fig. 5-19. In this case, the sampling rate was held fixed at about
16 samples per wavelength, and the electrical size of the body was varied from
ka = 0.625 to ka =3.0. The number of sampling points ranged from 20 to 96,
yet the edge-oa return varied by less than 0.3 dB throughout the range. These

data suggest that a great number of sampling points may be released for other
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parts of the body (e. g., for the coating), provided the original scattering
source is preserved. Since the dominant source then is the leading edge,

the size of the cylinder is relatively unimportant, but in other cases, such

as H-polarization for the same body, this is no longer true. Thus, in the
event that it becc ".¢s necessary to re-distribute sampling points, there are
certain instances for which it can be accomplished with but a small sacrifice
in accuracy. The re-allocation is not possible in all cases, of course, and we

may have to search for other techniques should the need arise.
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CONCLUSIONS

In this report we have described most of the work carried out since the
publication of the Final Report (Knott et al., 1973) uuuer the predecessor Con-~
tract. One of the key features of this study is the detailed examination of the
integral equations in two-dimensional scattering presented in Chapters II and

IV. For an impedance boundary condition imposed at the surface, the analysis
has revealed that there is a choice of integral equations appropriate to a solid
body, and by usirg this fact we were able to circumvent the difficulties previously
encountered using program RAMI1A (B) for E-polarization. The result, now
designated RAMD, was a far more efficient and effective program and is listed
in Appendix B. RAMD has been used to examine the effect of tapered impedances
on the scattering from ogival and wedge-cylinders for E-polarization. Some of
the data obtained are presented in Chapter V, and are compared with experi-
mental data.

One of the shortcomings of an impedance boundary condition is the difficulty
of relating the surface impedance to the electromagnetic properties of a material
necessary to simulate it. To provide a more explicit connection to material
properties, we have given considerable attention to the concept of resistive sheets
used either individually, or ir combination to simulate a layer of finite thickness.
For the problem of (electrically) resistive sheets with E-polarization, a computer
program is available and is designated REST. We have employed it extensively
and successfully to assess the sheet performance, but the results obtained are
reserved for a future report. However, it is important to examine the behavior
of these same sheets for H~-polarization, and since we can also conceive of
'magneticallv resistive' sheets, to include these in our study as well.

The derivation of the integral equations for both types of registive sheets,
either in isolation or in the presence of a body having an impedance boundaxiy

condition imposed at its surface, is presented in Chapter IV. In essence, this

76




il 2 T TR S Ty T
D) .ty W 0 !

4 il ULl
N e L L B SRS

e rik i R e ——— y
o e Y R Rl T SRS Lot
" N T

serves to set the stage for the work we are now doing, and the construction of
a computer program for generalized resistive sheets is now almost complete.
Although at least one of the integral equations is characterized by a 'second
derivative singularity' which is difficult to handle, the analysis and testing
described in Appendix A shows how it can be treated numerically. The

fruits of this work will be the subject of the next report.
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APPENDIX A
SOME COMPUTATIONAL CONSIDERATIONS

Many of the integral equations derived in Chapters II and IV resulted from

a 1imiting operation of the form

lim 9 a1 .
p—>C on f(s )HO (kr)ds' . a.l)
C

if p is not on C, the differentiation and integration :an be interchanged to give

lim Ny
p=>C f(sMK(s, s"ds (A.2)
C a
where
A (1) (1)

K(s,s") =k ﬁ-r)HO (kr) = -k@ - DH. " (kr) , (A, 3)

1

but in the limit as the observation pcint approaches C, the kernel is characterized

SRkt b | Rt L

by a "first derivative (non-integrable) singularity' and is infinite at s' =s. How-

g

ever, (A.2) and, hence, (A.1) can be evaluated by treating analytically a neigh-

borhocd of the point s' = s, and when this is done we find

O gerates)

C C (A.4) .

i ehj; c f(sx)(ﬁ.?)ﬂél)'(kr) dles”) = $2160)+ X 1606, DH

T T YT T PP

R Al el
e R D i VMO

with the upper or lower sign according as p approaches C in the direction . ﬁ,

i
i respectively. The slash across the integral sign denotes the Cauchy principal

value, and since the first term is simply the self cell contribution, the right hand

side of (A.4) is quite convenient for computation.
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Unfortunately, several of the key integral equations involve a second

derivative kernel in addition or instead, for example

lim

a
p=>C f(s')g;i{{s,s')ds' (A.5)

C

where K(s,s') is given in (A.3), and this is not quite so easy to handle. Even
the existence of the limit is mathematically in question, but the form that preceded
(A.5), viz

lim _.8_ ] 1 1
p—>C Bn f(sDK(s, s")ds (A.6)
C

is capable of justification and physically represents the field of a current sheet

evaluated at its surface.

To see how we can treat 1t, consider

2
) = 2 L0\ e (fee-xney? axe (a7
C

appropriate to a planar sheet. If x is on C and A is a small interval of width

26 centered on x' = x, I(x,y) .an be written as
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Ix,y) = Il(x,y)+12(x,y)

‘ where

_‘& .

; ) Ly = ﬁ Q J(x') (1)<k o - x')2+y§>dx' (A.8)
1 Je-a

A

38 Loy = £ L\ st (efoexnZ oy ot (a.9)
I ¥ Ja

|




x>

Taking I 1 first and using the differential equation for the Hankel function, we

have

I1(X.y) J(x‘){u‘)—l— (1)'(“ \/(x -x") +Y>

(x x‘)+

2 [ 2 '
-ky H (()1) ky&x- x') +y ) ———————-—d’; 5
x-x") +y
and since the integral is convergent for all y including y =0,
o 1 x-x))
= - 1 1 1
y->0 ! L Jx') Py dx' . (A.10)
Cc-A

Turning now to 12, we remark that if k \/62 +y2 <<'1 and Jx") is slowly varying

in the vicinity of x' =x,

s S 5
S IO, \/(x x)2+y )dx' ~ L) 1g<—— Jox- x')2+y2>dx'
A C

- 254 [zléilog (——\[a—;) } —ylogyﬂé]

where T=e” with v =0.5772,.. (Euler's constant). On carrying out the dif-

R T T FrTe RO

ferentiation with respect to y,

4is
Iz(x,y) > - ——21——'{ J(x)
k(6™ +y")
from which we obtain
lim ~ 4
y=>0 Iz(x,y) il Jx) , (A.11)
and hence
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4 t1(11)(k'x-x'[)
y-—)O Ix, y) = %J(x)- J(x')———";:;,-l—— dx' (A.12)

c-A

It car v~ verified that this result is unaffected if one or both of the differentiations
are carried out prior to integration,

The right hand side of (A, 12) is not inconvenient for numerical evaluation,
but in contrast to (A.4), there is no guarantee of increased accuracy as the cell
size 26 is reduced. The first term is the self cell contribution and is inversely
proportional to the cell size. The factor multiplying J(x") in the integrand
increases as (x~x')-2 as x' approaches x, but since the self cell is excluded, the
integrand is finite for all x'. However, over the immediately adjacent cells the
integrand can vary by as much as an order of magnitude, and it will almost cer~
tainly be necessary to take account of this variation through subdivision of these
cells or by integration over them,

This approach can be tested using the simple example of a plane,
electrically resistive sheet illuminated by an H~polarized plane wave at non-
glancing incidence. If the sheet occupies the portion 0 < x <L of the plane y =0
and

. . - + 3
o= %o ik(x cos ysma), (A.13)

eq. (A.12) can be writien as

L
sinae—u{xcosa=Y0R(x)J(x)- lim —t% J(X')H(l)< \/(X X') +y )dx'
0
and hence, from (A. 12),
_lccosa [ Hil)(kfx-x'])
sinae LY R(Y)+—— J(X)-*-— Jx") X' dx' .
C-A
(A.14)
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Equation (A. 14) has been programmed for solution and the current J(x)
computed in the particular case of a highly conducting (R = 0,01 ohm) strip 3\
long for plane wave incidence at the angle o = 155 degrees, corresponding to the
peak of the iraveling wave lobe in the backscattering pattern. From an examina-
tion of the daia, it is believed that 48 sampling points (so that 26 = A/IG,
implying ké = 0, 196), with the cells immediately adjacent to the self cell sub~
divided into 25, and the next 5 cells on either side each subdivided into 10, are
sufficient to give data which are effectively "exact". The resulting curve for
|3(x)| is s. wn in Fig. A-1and has the character expected ia a traveling wave
situation. The effect of reducing the number of subdivisions is illustrated in
Table A-1, from which it appears that if we are to keep the errors less than 1 per-
cent, it is necessary to subdivide two cells on either side of the self cell, with the
nearer being more finely subdivided, Many of these same tests have also been

performed with 24 and 32 sampling points (or cells;. It is found that the errors

TABLE 2-1: ERRORS IN |J |

o

subdivisicn aver, (0/o) | max. (0fo)

1x25 5x10 assumed 0

1x25, 4x10 0.06 0.0S
1x25 3x10 0.11 0.18
1x25 2x10 0.09 0.21
1x25 1x10 0.32 0.61
ix10, 1x10 1,53 2.23
1x 28 3.39 4,85
1x 10 | 4,53 6.38

are significantly increased. As an example, with N = 24 and six cells on each
side subdivided as in the first line of Table A-1, the average and maximum errors
are 7,31 and 16.03 percent respectively.

In any subdivision process the integrand must be computed a corresponding
number of times, and any massive subdivision is therefore an inefficient and time

consuming procedure, If the strip is divided into 48 cells, subdivision of the
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cells adjacent and next-to-adjacent to the self cell by 25 and 10 respectively
requires almost 1500 additional computations of the Hankel function even when
the symmetry of the matrix is taken into account, and this increases consider-
ably the time involved in generating the niatrix elements. However, subdivision
is just a simple method of numerical integration, and since the unknown current
J(x) is still given its value at the midpoint of .he cell, the function being integrated
15 entirely known, This suggests the possibility of an analytical evaluation. The
contribution of the kernel from the nth ceil on either side of the self cell in eq.
(A.14) .
I = (2n+l)6-—'——H gl)(kt) dt (A. 15)
n t ’
(2n-1)6
and from the recurrence relations for the Hankel functions (or, alternatively,

él)(kt) ), we have

from the differential equation for H
kd

- (l)( (1)( 7 ) (1) .

In = Hl E?n-l:lké --H1 [211+1_Jk6 + H0 (2nké+t)dt . (A. 0)

-ké

The integrand that now remains is much more slowly varying than the one in

(A.15), and it is not unreasonable to approximate (A, 16) by
~ <D \ (1)( > (1)
p = ([2-1]ke) - ([2n+1fke) +2ksm, 2nko)

Somewhat surprisingly, when this formula is used for n = 1,2, i.e., for
two cells on either side of the self cell, with ké = 0, 196, the current is in error
by more than 10 perccnt, Most of this error is attributable to the evaluation of
the integral in (A.16), and is not substantially reduced when the Hankel function
Hél)(x) is replaced by its logaiithmic approximation for small arguments and
the integration carried out analytically. On the other hand, when the cells cor-
responding to n = 1,2 are subdivided into 5 and 3 parts respectively, the

average and maximum errors drop to 0,19 and 0, 42 percent respectively, and
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even with the coarser subdivision 3 and 2, the errors are still only 0. 37 and
0.68 percent. Such a performance is comparable to that achieved on dividing,
the same cells in (A. 15) into 25 and 10 parts (see line 5 of Table A-1), and
requires only about 300 additional computations of the Hankel functions in place
of 1500, As an alternative to subdivision, integration using the three-point
Simpson formula has been tried. When applied to the cells corresponding to n = 1
and 2 in eq. (A. 16), it turns out to be just slightly more efficient than subdivision
of the same c2lls into 3 and 2 parts respectively, but produ.es much better
accuracy, the average and maximum errors in lJ ‘ being 0. 12 and 0 40 percent.
In contrast, when the same integration formula was appiied to the original expres-
sion (A. 15) for the cell contributions, the errors were larger by two orders of
magnitude.

All of the above constitutes the direct approach to an integral of the form
shown in eq. (A.7), and though it has turned out to be relatively straightforward,
it is not the only way in which the second derivative singularity can b= handled.

If, for example, we gc back to (A,7) and use the fact that

2 2

d e} { 2 2

____2_ _*___5 +k2 H(l)<k (X‘X') +y =0 s
. 0

ax Oy

the normal derivatives can be replaced by tangential derivatives and one (or both)
of them eliminated by partial integration. This method has been explored in some
detail. Integrating only once by parts, we obtain an in‘egral expression for

I{x,y) involving the current and its first derivative, plus contributioas from the
end points of the range of integration. The more singular integral 1s that con-
taining %XJT , but in the litni. as y ~>»0 the self cell contribution can be evaluated

analytically and turns out to be zero. Hence, for 0 <x <L,
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L
lim _ 9 x=-x'_ (1) « Vot
y_)ol(x,y) = por J(x')——-——-,x_x,lHl (k|x -x* )dx
0
L
F (1)

-kj JH (k [x -x'|)dx"
v

(1)

i

+J(L)H(11)(k L-x))+JOH. " (x) (A.17)

and though we are now left with twice as many unknowns as we had vefore, the

I

assumption of a locally linear variation of J(x') enables us to express 5—3,— in
terms of the currents over the neighboring cells.

Unfortunately, the end-peoinf contributions »ese a problem. Each is
infinite when the observation point is at the end in question, and while it can be
argued that in the moment method the obsesvation never does lie zctually at an
end, the contribution will still increase indedimitely with decreasing cell size In
effect, we now have a self cell contribution analogous & (A. 11), put appropriate
only when the self cell is at an end. If, on the ozxer hamd, the self cell contribu-
tion is separated out prior to partial integration, the result obtained is nc dif-
ferent from integrating by parts the integral in (&_12). Anv assumption which
then expresses '5% in terms of J is merely equivalent to an interselation
iormula for evaluating this integral.

For these reasons we have found .- convenient to use the direct approach

and the only task which now remains is te exterd it wo a non-planar surface >r

sheet. 7n place of (A.7) tiwe integral - concern tc us is
— \ J{(s™Mn'- ?)H(l” (kr)Giic=" (A.:8)
and a typical integral equation is

8%




N R 1 lim
IOES(S) = YOR(S)J(S)+ n E"éCI (A.19)

(see eq. 4. 15).

If p is not on C, we can interchange the derivative and integral operations
in (A, 18) to obtain

N

1= ;zga{n‘ll’acﬂ R CRE PG = H‘ll’(m} d(ks")
ic
C - I-.f(;l)(kr) (1"
=\ J(@%’Tﬂ(ﬁ’-?)f(‘é"ﬁ —-‘Ir— +(fi'-f-)(f‘1«-,i")H1 Ckr)}d(kS')
J{: L

which becomes

I

R

\ aon A {1
1= ) Jés’)(é\'-r)(s:rﬂ'lé (krhds")
Je
- E JsY) (@ -DE-F) -3 DB -0} H(ll)'(kr)d(ks')
C

(A.20)
on using the differential equation for H(()l)(kr).

To find the limit as the observation point p approaches C, it is necessary
tc treat anaiytically the contribution of the self cell & to the second irtegral in
eq. (A.20). Since

lim C

. N | LUV
5>C ) J(s") {(n .r)n.Tr)-(s -r)(s-i")}Hl &rid(ks") +7rk6 J(s)
A

where 26 is the width of the self cell centered on s' = 5, we have
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p=C ké 0
C
#\ s {@ne-0-@ne-o) 1l ks,
C-Aa
(A.21)
But
H(l)(kr)

(kr) - (B - D) - f)—%r——

(1

L et} =- @ He-du!

= {@-9G-D-@-nE- O} 1o - @ D O )

and
(nt-t)n-T)+(S-£)S-T) =ar-n .,
Hence
= . 4 1 t. \) 1
g—)CI +7rk6 J(s) J{s")(n m)HO (kr¥dks")

C

+ 5 J(s')a—i‘; {(g . fm‘ll)&r)} ds'
C-A

and when this is substituted into eq. (A.19), the integral equation for a non-planar

sheet becomes

YOEiS = {YOR (s) + ;_Il('g J(s) +-41— J(s')(ﬁ' 'H)H(\I)l)(kr)d(ks')
C

R

JC—A (A.22)
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Equation (A.22) is the analogue of (A. 14) and (A. 16) combined, and is
the desired result, Though the integrand of the second integral is a rapidly vary-
ing function of s' for small s'-s, the particular advantage of this form is that
if J(s") is constant over a cell (as is assumed in the moment method), the contri-
bution of that cell is given precisely by the difference in the end values of
(s- ?)H(ll)(kr). For the first irtegral in (A.22), the self cell contribution vanishes
as the cell size tends to zero. The analogy with the results for a planar sheet is

now complete.
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APPENDIX B
PROGRAM RAMD

Program RAMD solves the integral equations 2.9 and 2. 16 for a cylindrical
body satisfying a surface impedance boundary condition. Although its predecessor
program, RAMIB, accomplishes this same task, RAMD is a significantly more
compact and more efficient program. This compression was achievcd by a
reduction in the number of arrays created by the program, by the exploitation of
the duality between the E~ and H-polarization integral equations, and by the
elimination of options that were seldom exercised in the former program. As a
result, RAMD occupies less than 1/3 the core required by RAM1B, implying that
the number of surface sampling points could probably be increased by 50 percent
or more, The program is manifestly shorter because it solves the simpler of the
two available equations and, not least, it produces the correct solution for E-
polarization for edged structures —hereas its predecessor did not.

In addition to the MAIN program, RAMD has five subroutines: GEOM,
HANK, ADAM, FLIP and ZFUN, The MAIN program reads control information
from the input data stream, creates the matrix elements for the geometry at hand,
sums the surface currents to obtair the far scattered fields, and indexes through
the desired angles of incidence and scattering. MAIN calls subroutine GEOM to
create the coordinates of sampling points on the body profile if the profile is
describable in terms of straight or circular arc segments but, if necessary, the
sampling points may be fed in one at a time by by-passing GEOM. GEOM assigns
a specific impedance to each surface samp:iing point according to two options and,
should neither be su. able to the user's needs, a third option invokes a call to sub-
routine ZFUN. In the program listing below, ZFUN is merely a dummy subroutine
necessary for the successful compilation of RAMD and should be replaced by the
appropriate version required by the user.

Subroutine HANK generates Hankel functions of order 0 and 1 as required
by the integral equations. This particular subroutine differs from previous ver=-

sions (in REST and RAM1B) in that polynomial approximatiouss of the Hankel

9)




functions are employed, a distinct advantage for large arguments; subroutine

ADAM assists HANK by summing the terms in the polynomial. Once the matrix
elements have been filled in by the MAIN program, sukbroutine FLIP is called to
invert the matrix. FLIP, like its cousin ZVO8 in previous programs, is essentially
a copy of subroutine MINV from IBM's Scientific Subroutine Package. FLIP also
computes the surface currents on the profile using ‘he inverted matrix. MAIN

then sums the currents and, depending on the particular options exercised on input,
produces either a bistatic or backscattering pattern of the obstacle, for either E-

or H-polarization.




(e R A S e X R R R R e S R R O N KRR RSO AR XM KRR R R R AR AR R F R R
r INPUT FORMAT FDOR PROGRAM RAMN——=REVISINN OF MAY, 1973 C
Cosdommf sk ARk s Rk R AR AR Ry R R R K KR RN R R SRS AR AR AR AR IR LR RREL
CARD 1 FORMAT (1RA4) TITLF CARD; USE 0P TO 772 CALUMNS C
R L L T L T T T L R R e e T LI T LTI
CARD 2 FORMAT (12+13.F10.5) MORF KONF . 7FAC C
MNRF=0 THIS WILL RF THF LAST RiN FNR THIS DATA SFT €

MPRF=1 THFRE ARF MNRE NDATA T RF RFAD AFTFR THIS SFT C

KNNE=0 COMPUTES RISTATIC SCATTFRING PATTERN C

KNNF=1 COMPUTFS BACKSCATTFRING PATTFRN €,

1FAC A FACTDR MULTIPLYING ALL FI EMENT IMPFNDANCES C

L L T R R R L L L I T I P LI LT T Yy
CARD 3 FORMAT (I2,13,F10.5) LLe My WAVF C

LL TOTAL NOMRER OF SFGMENTS ON THE FROFTLE C

M TOTAL NUMRER OF PAO{NTS NN THE PROFILF C

WAVF WAVFLFNGTH c

et R e e e T TRy
CARD 4 FORMAT (12.13,3F10.5) IPPLINPT,FIRST,1 AST,INK

3*
I
it
3t
3
3#*
k]

K

1PP=1 F-POLARIZATION

IpP=2 H~-PNLARFIZATIUN

inpy=n RODY GFNAMFTRY RFAN IN POINT RY POINT
InpPT=1 RONY GFOAMETRY GENFRATFED INTFRMALLY
FIRST INITTIAL SCATTERING AND INCINDFNCF ANGLF
LAST FINAL ANGLF

TNK ANGULAR TNCRFMENT

cwrsncﬁrwn;ﬁfﬁm‘ﬁr\ﬁcﬂf‘ﬁfﬁf’r‘ﬁ‘“f’“‘“

e L L2 2 Ly T
CARD 5 FNRMAT (T12.13.5F10.5) NGIMP,XA,YA,XRyYRLANG

’Wr)rir)CYryf)r)fwrarir)ﬁcﬁ AN OO N

C.

C N NUMBER OF SAMPLING PNINTS AN THIS SEGMENT

C IMP=-~1 IMPFNANCF GIVEN RY USFR=S'PPLIFN SHRRNUTINE

C. TMP=0 7SUIV=7A+7B*S ([ j2%7FX

C IMP= 7SV =7 A+ZREFXP(~7FX=S(T))

C XAJYA,XBL YR SEGMENT FNDPOINTS

c ANG ANGLF SURBTENDED BY THF SFGMENT

ke e e R R R R R R RN R e R R R RN AR R A w TR R A FT R FREERRT KX
C CARD 6 FNRMAT (5X,5F10.5) 7A, IR ZFX

c ZA.78 COMPLEX TMPEDANGFE CONSTANTS

c ZEX REAL IMPFNANCF GONSTANT

Clretrdek kb eI R R R gid R rromdfe it fed el kR ****F**“**“****C
(. CARD 7 FDRMAT (12) INTEGFR ZFRN IN COLUMN 23 SHUTS c
c NFF REANDING NF SEGAFNT PARAMETERS ¢
(2 E 1 223 322222 8 S 2 R it R Al R R 2 R R S R 2 2 L e R
C CARD B  FNRMAT (I2,13,Fi0,5)  MNRF,KODF,7FAC <
C THIS CARD 1S USFD OMLY IF, N CARD 2, MNRF=l
R L L L PR R TR 2 E e R e PP T T P T P ey o
€ CARD 9 FNRMAT (12.13,4F10.5) LUNPUTLU)oLUNP(T42)oX(1) Y (1)s25801) C
C LUMP (T4 1) CELL 1N MiIMAER C
c LUMP (142) SFGMENT 1D NUMRER c
c X(1)eY(1) CFLL CONRDINATFS c
c 25t1) CAMPLFX IMPEDANGE OF THF CELL c
R332 232022 Rt R R e L Iy I LT
C NOTF: CARD 9 IS HSFD DMLY [F INPT=0 AND THFRF MHST RF NNE SHCH CARD C
C FNR EVFRY CFLL NN THE RANDY, SIMILARLY. CARDS 5,6 AND 7 ARF (SFD ¢
C ONLY IF INDPT=1 AND THFRF MUST BF ONE FACH NF CARDS 5 AND & FOR HACH C
C SEGMENT SPECIFIFD DN INPUT, C

R R R R R s R R e R R A e AR AR e xR kR e ol A e RO e ok s R R xR x X
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COMPLEX A{100,101),PHI(I00),PINK(100%,SUM,DFL,R1,R2,75(100)
RFAL LAST,INK
NIMENSTINN X(100),Y(100)XN{I00)+YN{100),S(100},NSO(100)
NIMENSTION IN(IR)LIUMPELION,2),, [ POL(2)
DATA REDNIGLIPNL /0.,0176832G,57 ,295TR4VFrFF Y, 8 4HHH?Y/
CeaaeeRTAN INPUT DATA AMD GFNFRATF RODY PROFILF
5 RFAD (68,100 ID
RFAD (5,200) MORF,KNNF4/7FAC
RFEAD (5,200) LI +M WAVF
RFEAD (5,200) 1PP,INPT,FIRST 1L AST,INK
XK=b o PHS51 A5 /WAVF
WRITI (Ae150) ID
IF (TOFTLFO.0) GD Tt 10
WRITE (6,700}
CALI, GFOMULIIMP o X Yo XNoYN,CoNSO,2SeMell)
6N Th 20
10 RFAD (5,200) LUMP (1,1 )t TMPEL 4214 X(1)eY{1),725(1)
5¢11=0.0
NN 15 1=2,M
RFAD (5,2007 {0 MPITed)cd=1+21eX{1)sY{I),2S(1])
TX=X{PV=X{]~1)
TY=Y{I[)=-¥Y{I-1)
DSQUIISSART(TXXTX+TY®R Y )
S{T)¥=S(i-1)+NSO( 1)
XN{ 1) ==TY /DS 1
15 YN(IL)=TX/DSOC(])
20 [F (KONF.NF D) G0 TH 25
MINC=1
NBRIT=}+IFIX((LAST=FIRST)/TNK)
GO TN 30
25 NRIT=0
NINC=1+IFIXCILAST-FIRST)/ZINK)
30 WRITF (64,4001 TPOLIIPP)oLLIMyNINC,MRIT,WAVF
NN 35 [=1,M
35 NSO(T1)Y=DSO(T)/WAVF
Cevees CNNSTRUCT MATRIX FE{FMENTS
38 DN B85 T=1,M
nn 885 (d=1.,M
1F (1.F0,J) GO TN 40
TX=X{])=Xt.1)
TY=Y{I)=Y(])
P=SORT{TXXTX4+TYX 1Y)
RPND=P2YK
CNR=—{TXRXN{ 1V+TYRYNS J)) /P
CALL HANK{RPO,1B.)eRY}
R1=14570729AXNSO{ JYXOCNKXCMPLX{-BY,RJ)
CALL HANK(RPOLDBJRY)
R72=1457079ANSOIIACMPEX AULRY )
60 10 4%




40 Bl1=(MPLX{ND.5,0,0)
B2=NSQUJIIXCMPLX(]1.,5T7079640,02879R5+ALNOG(NSO0I)))
45 1F (IPP.FOQ,.1) GO TN 8N
A(T+3)=R1+R2%7S(JV*7FAC
GO TN 5%
50 A(I4+J)=B2+R1*7S(J)1*7FAC
55 CONTIMUF
Coeaoee CAMPUTFE INCIDFNT FIFLD AND INVERT MATKRIX
TETA=RFD=FIRST
CT=CNS(TFTA)
ST=SIN(TFTA)
NO A0 T=1,M
HOLD==XKFICTEX(T)Y+STRY (1))
60 PINKLI)=CMPLX(CNS{HNLD) SIN(HOLD))
CALL FLIF(AM,PINKGPHTIL1)
Ceeves PRINT NuIT CURRENTS AND FLEMENT PKOPFRTIFS FOAR FIRST ANGLF
WRITF (A,150) ID
WRITF (A,500)
DN AS [=1,M
AMP=CARS(PHI(1))
PHASF=DIG*ATANZ2 (AIMAGIPHI(T))REAL(PHI(I)))
NFL=ZFAC*Z2S(1)
65 WRITF (H4250) (LUMP(T,)eJd=142) o XTI} eY(1),S(T).DSO(T),AMP,PHASF,
§NFL
CooeeseNNPF NHIT THF APPROPRIATF FIELD FACTORS
THFE=FIRST-1INK
IF (KODFL.EQL.1)Y 6N TN 70
WRITE (64800) FIPST
GN 70 75
70 WRITF (6,600}
75 THF=THF+INK
IF (THFLGTLLAST)Y GO TN 108
I1F (THFLEQLFIRST) GO TN K&
TETA=REN®THE
CT=CNOS{TFTA)
ST=SIN(TFTA)
CeoeeoIN THF FNLLOWING LNOP, PINK 1S NOT NECFSSARILY THE INCIDENT FIFLD
NO 80 J=1.M
HOLN==XK%x (CT=X(J)Y+ST2Y ()
RN PINK{J)=CMPLX{CAS{HOLND) SINIHOLD))
IF (KODF.FQ.0) GO TH RS
CALL FLIP(AJM,PINK PHI,?)
85 SiM=CMPLX(0.0,0.0)
CenssesADD UP THF CURRFNTS
NN 96 J=1.,M
NEL=NSQUU)I=PHTILI)I®PINKI )
IF (IPP.FD,1) GN TN 90
SUM=SUM+NDF I (ZFACX7S{J)~=CTEXN{J)=ST*YN{))
GO TO 95
90 SUM=SUMDFL= (1,0=-7FACE7S{J)=(CT=XN{J)+STEYNIJ)))
95 CONTINtIF

94




105

100
150
200
250
300

400

| 500
600

ROO

900

SCAT=20,0%xALOGIO(CARS(SUIM))+]1,9612

GO TN 7=

IF (MORF.FN.0)} GO TH 5§

RFAD {(8,200) MNRF KNNF,7FAC

GO TN 38

FORMAT (1RA4)

FORMAT (1H1,18A4})

FORMAT (12,13,5F10.5)

FARMAT (2]1545F10.5+F10.3,2F10,.5}

FORMAT (10HOSFG NiIMe 11X 24HENDPNINTS NF THFE SFGMENT, 11X,
E1RHSFGMENT PARAMFTFRS/11H NUM  CFRLLS AX, 2HXAZBX,2HY Ay BX s 2HXBy RX,
E7HYRL6X21HAMGLF  RADTUS L FNGTH/)

FORMAT (//31X.14HKFY PARAMFTERS//

E16X2IHINCINFNT POLAKIZATINON,22Xs1A17/
£16X,23HNHMBRFR OF SFGMENTS USFD.I21/7/
E16X,34HTATAL NUMRER NF PODINTS ON THFE BODY,110/7/
£16X,35HNUMBFR NF INCIDFNT FIFLD DIRECTIONS,19//
16X 29EMIIMBFR OF RISTATIC DIRFCTINNS,I115//

E16X s 1OHWAVFL FNGTHy F34,.5)

FORMAT (11HO 1 SFReaX s 4HX{T) s 6XeaHY (T )9 6X44HSIT) +5X6HDSQA(T ),
E4X o 6HMON(J ) 9 4Xe AHARGI ) s 4X 4 SHRSIT )4 SXy35HXS(T)/)

FORMAT (1H]1,22X28HRACKSCATTFRRING CROSS SFCTION//24X,
E28BHTHETA 10 LNG(STGMA/LAMRDA L} /)

FORMAT (1H1 419X 33HBISTATIC SCATTFRING CRCSS SFCTINN/18X,
E29HFNR INCIDENT FIFLD NIRFCTINN=4FT7,2//24X,

A2RHTHFTA 10 OG(STIGMA/LAMBRDAY) /)

FORMAT (16XsF13.24F16547)

FND

95



SHBROUTINFE GFOM{ LUMP o X o Yo XNe YN, SsNSD,7Se Mot )
COMPLEX 7S(100).7ZA.IR
DIMENSION X{106)Y(TI00,XN(100),YN(ID0)DSO{100),5(100) .
NIMFNSION LUMP{100,2)
NATA RED/N,N1T7453729/
I1=0 .
L=0

Ceeee s REFAN INPUT PARAMFTFRS AND PRFPARF TN GEMERATF SAMPLING POINTS

10 READN (5+,200) Ny IMP,XA,YA,XR,YR,ANG

i IF (N.FO.0) 60 TN 120
LIM=2%N~1]
READ (5,250) 7A,ZB,7EX
TX=XR=XA
TY=YR-YA

N=SORT!{TX:TX+TY*TY)
IF (ANG.FQ,0.0) GO TN 20
T=0.5%RFN=ANG
TRX=TX+TYXCNTAN(T)
TRY=TY-TXXCOTAN(T)
RAD=0,5=N/SINI(T)
ARC=2.0%RAD®T
ALF=T/N
* NIN=2,0%RAD%ALF
: GO TN 30
20 RAD=999,999
ARC=D
DIN=N/N
CeosesSTART GENFRATING
30 NN 110 JIiM=1,2
L=L+1
N 100 J=leLIMs2
I=i+]
LUMP(Is1)=1
LUMP(].2)=L
IF (1.FQ.100) WRITF {6,400)
IF (JIMJFNL2) 6N TN 90
IF (ANG,FQ.N,0) GO TO 40
SIMO=SIN(JXALF)
CNSO=CNS{JI*ALF)
X{T)=XA+0.5%(TRX#(]1.0-CNSO)-TRY®SINO)
YT I=YA+0D 55 (TRXESINQ+TRY*={(1,0~C0OS0Q)) *
XN(I)==0.5% (TRXXCNSN+TRYXSTINQ)/RAD
YN(TI)= DS (TRXXSIND-TRYXLNSO) /RAD
6N TN 560
4N X{I)=XA+0,5%J=TX/N
YUIY=YA+0 5% )%TY/N
XM{I)==TY/D
YN(I)= TX/D
50 S{I11=0.5%4%DIN

o en e
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AT TR

Ll A T oy
N o

Cooees COMPHTF THF [MPFDNANCFS
IF tIMP) 60,70,80
60 CALL ZFUNIZAWZRGZFX,SET11,2S5(1})

GO TO 100

70 7S(1)=2A+7B%xS(1)%%x7FX
GO TOh 100

BO  7S{1)=ZA+ZB*FXPL-7FEX*S{))
GO TN 100

Ceeeese FROM H=RF TN 100 WF CRFATF THE SEGMENT IMAGF
90 K=]-N
X(I)=X(K}
Y{I)==-Y(K)
XN{ I )=XN{K)
YN{1)}=-YNI{K)
S{I)=SiK)
IS{TI)Y=75(K)
100 DPSQ(I=DID
IF (JIM_FO,.1) GO 7O 110
YA==-YA
YR==~YR
110 WRITF (646300) LeNe XA, YA, XRGYBy ANGLRAD,ARC
GO 10O 10
120 #M=]
LL=L
200  FORMAT {(12413.5F1N,.5)
250 FORMAT (5Xe5F10.5)
300 FORMAT (134 1Ah0v3Xs4F1D.5,FR.?4FB.3,FR.4)
400  FORMAT (36HOWARNING: AF'VWF GFENERATFED 100 POINTS/)
RETHRN
FND
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SURRDUTINF HANK (R N,R.i,RY)

Coeces SUBRAUTINF RFOQUIRFS R>0 AND N EITHFR 0 DR 1

10

20

30

40

50

DIMENSTION A{7)oBIT)oCUT7)eDNET o FLT)IoFUT)G(TY HIT)

DATA AgRyCaDNaF o FsGaH/1409=2.2499997,1.2656208,-043163R66,
£0.04444T734,-0,0039444,0,00021,0.368746691,0,605593h86,~0.74350384,
£0.4253001179=0.04261714:0,00427916,-0.000248464,0.54-0. *A249985,
£0,721093573,-0,039547289,0.00443319,-0,00031761,-0.00001109,
E-0.636619B¢0.2212009142.16R2709,~1.3164827+0,3123951,4:-0.0400976,
EO0.ON2TRT3I,0,7T978BB456,~0.00000077,-0.0055274,-0,00009512,
£0.001377374-0.00072805,0.000144764~0,T785398164,-0,04166397,
£-N,00003954,0,0072625734-0.,00054125,-0,00029333,0,00113558,
(0.T97T8R456,0.00000156404,01659667,0.000171054-0.00749511,
£0.00113653,-0,00020033,~-2,35619449,0,12499612,0.0000565,
£E-0,00637R79,0.00074348,0.,000798244-0,00029146/

IF (R ,LF.O0.0Y GO TN 50

IF {(R.GT.3.0) G TH 20

X=R*R /9.0

IF (NJNMNF.0O) GO TN 1O

CALL ADAM{AX,RJY)

CALL ADAM(By X,Y)

BY=0,6366198%xALNG{0,5%R )*R j+Y

RFTURN

[F INJ,NF.1}) GN TN 50

CALL ADAM(CoeXeY)

RJ=R*Y

CALL ADAM({DNe X,Y)

BY=0,636619R8%ALNG{D.5%R)*RJ+Y /R

RETHRN

X=3,0/R

IF (N.NF,0) 60 TN 30

CALL ADAM(F.Y,Y)

FOOL=Y/SORT(R)

CALL ADAM(F X,Y)

GN TN 4G

IF (N,NF,1) GO TN 50

CALL ADAM{G,X,Y)

FONL=Y/SOQRT(R)

CALL AOAM{HeX,Y)

T=Kk+Y

BI=FONL*CNOS(T)

RY=FONL=SIN(T)

RFTURN

N=100

RFTURN

END
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SUBRNUTINE ELIP(ANGX,Y,TAT)
COMPLFX A(100,101),X(100),Y(100}+D,BIGA,HOLD
DIMENSTON L(1003,M(100)
1F (TIAT.GT.1) GO TO 150
] P=CMPLX({1e0.0.0)
NN RO K=1:N
L{K)=K
M{K)=K
RIGA=A(K K)
NO 20 J=K.N
PO 20 1=K N
10 IF (CARS(RIGA).GF.CABS(A(I,J))) 6O (N 20
RIGA=A(T,J)
L(K)=1
MIK) =
20 CNANTINUF
J=LIK)
IF (JeLF.K) 6N TN 35
NN 30 I=1.N
HOLND==A(K.1)
AKosI)=A(J, 1)
30 Al.dy1)=HALD
35  J=M(K)
IF (1JLF.K) 6N TN 45
N 40 J=1 N
HALN==A(Je¢K)
AlJ.K)=A(.d,1)
40 A(J,1)=HALD
4% IF (CARS(RIGA).NF,D.0) GO TN 50
F=CMPLX(0,0,0.0)
RFTURN
50 NN 55 I=1,N
IF (1.FO.K) G TN 558
A(14K)=—A{T.K)/RIGA
56 CNANTINUF
N 65 I=1+N
; NN 65 J=1 4N
] IF ([<FOLKNRLJFOLK) GO TN 65
f AlToJ)=AlTKIZAIK,II+A(T4 )
65 CONTINUF
NN 75 Jd=1.N
TE (J.FD.K) 6N TN 75
AMKeJI=AlKeJ)/RIGA
; 76 CONTINUF
i = N=NERIGA
1 RN A(K,K)=1,0/RIGA
. K =M
i
i
{

T R T A P . R T A ,mmwm

e
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R o S

= 100 K=K~}
IF (K LF.ND) GO TN 150
I=L(K}
IF {1.LF.K) GN TH 120
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st o i ks
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110
120

NO 110 J=1,N
HOLND=A(J,K)
A(J'K)z-A(JQ!)
A(J.I)=Hm_ﬂ
J=M(K)

IF (JdLF.K) 60 TN 100
DN 130 I=1,N
HOLN=A(K.1)
AlKeI)=~A(J,])
AlJsT1)=HOLD

GN 10 100

NO 200 I=1eN
Y{I)=CMPLX(0.0,0.0)
NO 200 J=1,N
YEI)=A(T ) EX0S)4Y(T)
RETURN

FND
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SURRNUTINF ANDAM(C +X.Y)
DIMENSION C(7)
Y=X*C(7)

NN 10 I=1.5
Y=Xx(C(T-1)+Y)

Y=y¥+({ (1)

RFTURN

FND

SUBRNUTINF JFHINLZAL IR, 1FXeSeZS)

75=1A+1IR+ZFX
RFTURN
END
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